
STATEOF UTAH FORM 3
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING AMENDEDREPORTO
(highilght changes)

5. MINERALLEASE NO: 6. SURFACEAPPLICATIONFOR PE IT TO DRILL ML-48194 Fee
7. IF INDIAN,ALLOTIEE OR TRIBE NAME:

RTYPEOFWORic DRILL REENTER EEPEN NIA
8. UNITor Co AGREEMENTNAME:

B.TYPEOFm OIL O oAs 2 OTHER SINGLEZONE 2 MULTIPLEZONE
2 NAMEOF CPERATOR NA JEand NURBElt
XTO Energy, Inc. L#17-8-7-11
3. ADDRESSOFOPERATolt PHONE NUMBER: 10. FIELDANDNOL, OR WILDCAT
2700 Farmington Ave· crrv Farmington STATE ZIP 87401 {505) 324-1090 Ferron Sandstone
4. LOCATIONOF WELL(FOOTAGES) 11. OT SECTION, TOWNSHIP,RANGE,

assuneAce 935' FNLx467' FWL NWNW 7 17S 8E S
AT PROPOSED PRODUCING2DNe Same

14. DIGIANCE INMILESAND DIRECTIONFROM NEAREST TØlNNOR POBT CE 12. COUNTY: 13. STATE

Approximately 9 milesNorthwest of Huntington, tah Emery
1ð. DISTANCETO NEAREST PROPERTY OR LEASEUNE(FEET) 6. NUMBEROFACRES INLEA 1Ì. N )MBEROF ACRES ASSIGNED TO THIS WELL:

467' 1980.39 160
18. DISTANCETONEARESTWELL(DRILUNG, COMPLETED,OR f PROPOS 20. BOND DESCRIPflON:

APPUEDFOR)ONTHIS LFASE (FEET)
1300' 4,045 UTB-·000138

21. ELEVATIONS(SHOWWHETHER DF,RT, GR, ETC.): 22. OXIMA TEWORKWILLSTART: 23. ESTIMATEDDURATION:

6620' GroundElevation 9 1/200 2 weeks

as. PROPOSED CASI AND CEMENTINGPROGRAM .

SI2EOF HOLE CASING SIZE, GRADE,ANDWEIGHT PERFOOT SETfiNG CEMFNTTYPE,QUANTITY,YlELD,ANDSLURRY WEIGHT

12.75" 9.625" J-55 38# 30 Type V +/- 142 sx 1.61 ft3/sx 14.2 ppg
8.75" 5.5" J-55 15.5# 4,045 BMlight wt - lead +I-55 sx 4.15 ft3/sx 10.5 ppg

M light wt - tail +/- 97 sx 1.81 ft3/sx 13.5 ppg

ATTACHMENTS
VERIFYTHEFOLLCWINGAREATTACHED WITHTHEUTANOILANDGASCONSERVATIONGENERAL .

O WELLPLATOR MAPPREPARED BY UCENSED SURVEYOROR ENGINEER COMPLETE DRILLI N

EVIDENCEOF DIVISIONOF WATER RIGWTSAPPROVALFOR USE OF WATER O FORM 5, IF OPERATOR IS SON OR COMPANYOÏHER THANTHELEASE OWNER

NAME(PLEASEPRI VIAVSUg A TrTu RegulatoryComplianceTech

SGNATURE DATE

mdespaceforame RECENED

(11/2001) (See insIrucions on Reverse
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Ran e 8 East 5°°•'Itation
was determined using a Trimble 5700

GPS survey grade unit.
N89°38'02"E

- 5230.78'
(SB9'48'W - 2599.74')

(SS9°57'E
- 2632.()8') T 8

siso
f ea gs PS Measured.

Lot i Lot i GLO Bearing:
The Beorings indicated are per the recorded plot obtained
from the U.S. Lond Office.

Basis of Elevation:Lot 4 g Basis of Elevation of 6395.0' being at the Northwest Section
Lot a e corner of Section 6, Township 17 South, Range 6 East,

Salt Lake Base & Meridian, as shown on the Hiawatha
467.06

UTM Ouodrangle 7.5 Minute Series Map.
UP&L\7-8-7-!! 17T356955
ELEv. 6619.8' E 493530 .

Description of Location:
Proposed Drill Hofe located in Lot 4 of Section 7, T17S,
RSE, S.L.B.&M., being South 934.74' from North Line and
East 467.16' from West Line of Section 7, T17S, RBE,
Salt Lake Base & Meridian.

Lot 8 Lot 7 Surveyor's Certi ficate:
l, Albert J. Spensko, a Registered Professional Land Surveyor,
holding Certificate 146652 State of Utah, do hereby certify
that the Information on this drawing is o true and accurate

Lot 8 Lot 5 survey based on dato of record and was conducted under my
personal direction and supervision as shown hereon.

TALONRESOURCES,INC.
615North400EastP.O.Box1230

Huntingtonutaheas
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 07/26/2007 API NO. ASSIGNED: 43-015-30726

WELL NAME: UP&L 17-8-7-11

OPERATOR: XTO ENERGY INC ( N2615 ) PHONE NUMBER: 505-324-1090

CONTACT: KYLA VAUGHAN

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NWNW 07 170S 080E .Li 1 Tech Review Initials Date
SURFACE: 0996 FNL 0467 FWL

BOTTOM: 09 FNL 04Æ7 FWL Engineering

COUNTY: EMERY
Geology

LATITUDE: 39.36406 LONGITUDE: -111.0750

UTM SURF EASTINGS:493537 NORTHINGS: 4356972 Surface

FIELD NAME: BUZZARD BENCH ( 132 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-48194 PROPOSED FORMATION: FRSD

SURFACE OWNER: 4 - Fee COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

," Plat R649-2-3.
/* Bond: Fed[] Ind[] Sta[] Fee[]

Unit: HUNTINGTON CBM þ¾,
(No. 104312762 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No.MUNICIPAL ) E'
Drilling Unit

RDCC Review (Y/N)
Board Cause No: //(Date:
Eff Date• (-fg

Fee Surf Agreement ) Siting. 3pwÁ
L Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: A.

STIPULATIONS:
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Application for Permit to Drill
Statement of Basis

9/17/2007 Utah Division of Oil, Gas and Mining Page 1

APD No API WellNo Status Well Type Surf Ownr CBM
470 43-015-30726-00-00 GW P No
Operator XTO ENERGY INC Surface Owner-APD
Well Name UP&L 17-8-7-11 Unit HUNTINGTON CBM
Field BUZZARD BENCH Type of Work
Location NWNW 7 17S 8E S 935 FNL 467 FWL GPS Coord (UTM) 493537E 4356972N

Geologic Statement of Basis
A review of the ground water resources for this location indicates that there are numerous points of diversion
within a one mile radius of this well but no underground sources of water. A moderately permeable soil is
developed on Quaternary/Tertiary Pediment Mantle deposits covering the Upper Portion of the Blue Gate
Member of the Mancos Shale in the mouth of Huntington Creek Canyon. Huntington Creek lies about 1 mile to
the east northeast. It is possible that the well will penetrate several sand units of the Emery Sandstone Member
of the Mancos Shale that have been saturated by recharge from the creek. A fresh water/spud mud drilling fluid
program is proposed for the surface casing interval. The proposed surface casing and cementing program
should protect any near surface aquifers encountered during drilling. Water bearing sandstones encountered in
the Emery Sandstone Member of the Mancos Shale should be afforded the protection of casing and cement.
This may require extending the surface casing. No water rights have been filed for underground sources of
water within a mile of the location.

Chris Kierst 9/12/2007
APD Evaluator Date / Time

Surface Statement of Basis
(DOGM), Ray Trujillo-XTO, Damien Jones-NGO, Chris Nielson-Nielson Construction, Glenn Pinterich-
PacifiCorp Energy, Ray Peterson-Emery County and Allen Childs-Talon Resources. Invited and choosing not
to attend: Ed Bonner-Trust Lands Administration and Jim Davis-Trust Lands Administration.

DOGM recommends that XTO Energy continue to coordinate with PacifiCorp Energy concerning surface use.
Minimum of a 12 mil line will be required in reserve pit.

Southeast corner of the well pad lies under power lines and adjacent to towers. Proposed project activites fall
outside of allowable distances according to PacifiCorp Energy's Transmission Construction Standards for
Clearances from Building, Bridges and Other Installations.

Bart Kettle 8/15/2007
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 12 mils shall be properly installed and

maintained in the reserve pit.
Surface The reserve pit shall be fenced upon completion of drilling
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ON-SITE PREDRILL EVALUALON
Utah Division of Oil, Gas and Mining

Operator XTO ENERGY INC
Well Name UP&L 17-8-7-11

API Number 43-015-30726-0 APD No 470 Field/Unit BUZZARD BENCH
Location: 1/4,1/4 NWNW Sec 7 Tw 17S Rng 8E 935 FNL 467 FWL
GPS Coord (UTM) Surface Owner

Participants
Bart Kettle-Division of Oil, Gas and Mining (DOGM), Ray Trujillo-XTO, Damien Jones-NGO, Chris Nielson-Nielson
Construction, Glenn Pinterich-PacifiCorp Energy, Ray Peterson-Emery County and Allen Childs-Talon Resources

Regional/Local Setting & Topography
Proposed project area is ~9 miles northwest of Huntington, located in Emery County Utah. Project site is surrounded by a
series of sharp sandstone ledges cut by deep canyons along the eastern rim of the Wasatch Plateau. Drainages flow into
Huntington Creek within a 3000 feet and eventually to the Green River 60 miles away. Project site is located in a 10-12"
precept zone part way up the eastern slope of the Wasatch Plateau. Regionally agriculture lands are located along the
valley floor 1 mile to the east, and the top of the Wasatch Plateau is 7 miles to the west. With the exception of the Skyline
drive portions of the Wasatch Plateau, regionally the climate is arid rangelands dominated by Salt Scrub shrub lands and
Pinion/Juniper woodlands. Soils in the region are generally poorly developed, and moderate too highly erosive. Locally
the proposed project site lies within lands owned by PacifiCorp Energy within one mile of the Huntington Power Plant
adjacent to their ash haul route.

Surface Use Plan
Current Surface Use
Grazing
Wildlfe Habitat
Industrial

New Road
Miles Well Pad Src Const Material Surface Formation

0.01 Width 170 Length 260 Onsite MNCS

Ancillary Facilities N

Waste Management Plan Adequate? Y

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Flora

Grass: Crested wheatgrass, Indian ricegrass.
Forbs: Wavey gray thistle, Russian thistle, yellow flixweed.
Shrubs: Rubber rabbit brush, Wyoming sage, cliffrose.
Trees: Utah juniper, two needle pinion pine.
Other: None noted.

Fauna: Rocky mountain elk, mule deer, bobcat, cougar, raccoon, coyote, red fox use possible. Seasonal use by a
host of song birds and raptors. Year long habitat for a host of small reptiles, mammals and birds.
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Flora / Fauna
Flora

Grass: Crested wheatgrass, Indian ricegrass.
Forbs: Wavey gray thistle, Russian thistle, yellow flixweed.
Shrubs: Rubber rabbit brush, Wyoming sage, cliffrose.
Trees: Utah juniper, two needle pinion pine.
Other: None noted.

Fauna: Rocky mountain elk, mule deer, bobcat, cougar, raccoon, coyote, red fox use possible. Seasonal use by a
host of song birds and raptors. Year long habitat for a host of small reptiles, mammals and birds.
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90 ee
Soil Type and Characteristics

Sandy/Clay/Loam, small sandstone fragments.

Erosion Issues N

Sedimentation Issues N

Site Stability Issues N

Drainage Diverson Required Y
Drainage diversion, 18" culvert and rip-rap required at access road on western side of well pad.

Berm Required? N

Erosion Sedimentation Control Required? N

Paleo Survey Run? N Paleo Potental Observed? N Cultural Survey Run? N Cultural Resources?

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) >200 0
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0
Distance to Other Wells (feet) 300 to 1320 10
Native Soil Type Mod permeability 5
Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0
Annual Precipitation (inches) 10 to 20 5
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 25 Sensitivity Level

Characteristics / Requirements

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 12 Pit Underlayment Required? N

Other Observations / Comments
Original well site fell within a location that would eventually be covered by ash pile coming from the Huntington Power
Plant. Proposed well site lies adjacent to the ash haul route. Southeast corner of the pad falls under power lines operated by
PacifiCorp Energy. According to PacifiCorp Energy's regulations the well is allowed within the proposed distance of power
lines and associated towers. Derrik and drilling equipment will be in close proximity to powerline transport equipment. On-
site evaluation indicates there is potential for conflicts provided a series of unfavorable events occurred. DOGM personal
recommends alternative site be considered, and if required and exception of location be considered as proposed project site
appears to present the potential for conflicts.

Bart Kettle 8/15/2007
Evaluator Date / Time
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STATE OF UTAH, DIVISION OF WATER RIGHTS Page 3 of 3

WR Diversion Well Status Priority Uses CFS ACFT Owner Name
Number Type/Location Log

HUNTINGTON-CLEVELAND
93-1140 Surface A 19220808 I 0.000 4000.000 IRRIGATION COMPANY

N1572 W1466 SE 06 PO BOX 32717S 8E SL
HUNTINGTON CLEVELAND93-2229 Surface P 18790000 ISP 45.000 0.000 IRRIGATION COMPANY

N760 0 SW 05 17S 8E P.O. BOX 327
SL

HUNTINGTON CLEVELAND93-2230 Surface P 18840000 ISP 77.250 0.000 IRRIGATION COMPANY
N760 0 SW 05 17S 8E P.O. BOX 327
SL

HUNTINGTON CLEVELAND93-2231 Surface P 18880000 ISP 80.000 0.000 IRRIGATION COMPANY
N760 0 SW 05 17S 8E P.O. BOX 327
SL

HUNTINGTON CLEVELAND93-224 Surface P 18750000 ISP 150.000 0.000 IRRIGATION COMPANY
N760 0 SW 05 17S 8E P.O. BOX 327
SL

USA BUREAU OF RECLAMATION93-954 Surface A 19620702 IS 75.000 0.000
-- PROVO AREA OFFICE

N1565 W1430 SE 06 UPPER COLORADO REGION17S 8E SL
PACIFICORP AN OREGON

a25003 Surface A 20001010 S 0.000 1.000 CORPORATION
N190 W182 SE 01 1407 WEST NORTH TEMPLE
17S 7E SL SUITE 110

PACIFICORP DBA UTAH POWER
E1708 Surface A 19800915 IS 0.000 10.800 & LIGHT COMPANY

S700 W1220 E4 06 ATTN: CARLY BURTON17S 8E SL

Natural Resources | Contact | Disclaimer | Privacy Policy | Accessibility Policy

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe
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o Table 3 - PacifiCorp Standard Practice (NESC Table 234-1)
Clearances of Wires, Conductors, and Cables, and Unguarded Rigid Live Parts
Adjacent but Not Attached to Buildings and Other Installations Except Bridges

Clearances are with NO WIND. See NESC Rules 233C1 and 233C2a.
o 9

r- Elevation range for table: 6300 9300
Construction tolerance: 4 feet

Insulated communication Supply Open Supply Conductors
conductors and cables cables over

messengers; surge 750 V
protection wires; grounded Supply cables Unguarded rigid meeting over over over over over over over over over

cables of 0 live parts, 0 to Rules 230C2 750 V to 22 kV to 27 kV to 42 kV to 70 kV to 84 kV to 98 kV to 140 kV to 210 kV toguys;naturalconductors
10750 V 750 V; or 230C3; 22 kV to 27 kV to 42 kV to 70 kV to 84 kV to 98 kV to 140 kVto 210 kV to 318 kV to

meetingRule230E1; meeting Rules noninsulated open supply ground ground ground ground ground ground ground ground ground
supply cables meeting 230C2 or communication conductors 0 (34.5 kV (46 kV to (69 kV to (115 kV (138 kV (161 kV (230 kV (345 kV to (500 kV

Rule 230C1 230C3 conductors to 750 V to phase) phase) phase) to phase) to phase) to phase) to phase) phase) to phase)
Clearances of (feet) (feet) (feet) (feet) (feet) (feet) (feet) (feet) (feet) (feet) (feet) (feet) (feet)

1. Buildings

a. Horizontal

(1). To walls, projection, and guarded 9.0 9.0 9.0 10.0 12.0 12.0 13.0 14.0 14.0 15.0 17.0 19.0 24.0
windows. (4.5) (5.0) (5.0) (5.5) (7.5) (7.7) (8.2) (9.4) (9.9) (10.5) (12.1) (14.9) (19.1)

(2) To unguarded windows. 9.0 9.0 9.0 10.0 12.0 12.0 13.0 14.0 14.0 15.0 17.0 19.0 24.0
(4.5) (5.0) (5.0) (5.5) (7.5) (7.7) (8.2) (9.4) (9.9) (10.5) (12.1) (14.9) (19.1)

(3) To balconies and areas readily 9.0 9.0 9.0 10.0 12.0 12.0 13.0 14.0 14.0 15.0 17.0 19.0 24.0
accessible to pedestrians. (4.5) (5.0) (5.0) (5.5) (7.5) (7.7) (8.2) (9.4) (9.9) (10.5) (12.1) (14.9) (19.1)

b. Vertical

(1) Over or under roofs or projections not 7.0 8.0 14.0 15.0 17.0 17.0 18.0 19.0 19.0 20.0 22.0 24.0 29.0
readily accessible to pedestrians. (3.0) (3.5) (10.0) (10.5) (12.5) (12.7) (13.2) (14.4) (14.9) (15.5) (17.1) (19.9) (24.1)

(2) Over or under balconies and roofs 15.0 15.0 15.0 16.0 18.0 18.0 19.0 20.0 20.0 21.0 23.0 25.0 30.0
readily accessible to pedestrians. (10.5) (11.0) (11.0) (11.5) (13.5) (13.7) (14.2) (15.4) (15.9) (16.5) (18.1) (20.9) (25.1)

(3) Over roofs accessible to vehicles but 15.0 15.0 15.0 16.0 18.0 18.0 19.0 20.0 20.0 21.0 23.0 25.0 30.0
not subject to truck traffic. (10.5) (11.0) (11.0) (11.5) (13.5) (13.7) (14.2) (15.4) (15.9) (16.5) (18.1) (20.9) (25.1)

(4) Over roofs accessible to truck traffic. 20.0 20.0 20.0 21.0 23.0 23.0 24.0 25.0 25.0 26.0 28.0 30.0 35.0
(15.5) (16.0) (16.0) (16,5) (18.5) (18.7) (19.2) (20.4) (20.9) (21.5) (23.1) (25.9) (30.1)

2. Signs, chimneys, billboards, radio and television
antennas, tanks, and other installations not
classified as buildings or bridges,
a. Horizontal 7.0 8.0 9.0 10.0 12.0 12.0 13.0 14.0 14.0 15.0 17.0 19.0 24.0

(3.0) (3.5) (5.0) (5.5) (7.5) (7.7) (8.2) (9.4) (9.9) (10.5) (12.1) (14.9) (19.1)

b. Vertical over or under 7.0 8.0 10.0 10.0 12.0 13.0 13.0 14.0 15.0 15.0 17.0 20.0 24.0
(3.0) (3.5) (5.5) (6.0) (8.0) (8.2) (8.7) (9.9) (10.4) (11.0) (12.6) (15.4) (19.6)

3. Other supporting structures, wires. conductors,
or cables of one line passing near a lighting

O support, traffic signal support, or a supporting
structure of a second fíne, without being
attached thereto.

a. Horizontal 9.0 9.0 9,0 9.0 9.0 9.0 9.0 10.0 11.0 11.0 13.0 16.0 20.0
(5.0) (5.0) (5.0) (5.0) (5.0) (5.0) (5.0) (5.8) (6.3) (6.9) (8.6) (11.3) (15.5)

b. Vertical 9.0 9.0 9.0 9.0 10.0 10.0 10.0 11.0 11.0 12.0 14.0 16.0 21.0
(4.5) (4.5) (4.5) (4.5) (5.5) (5.5) (5.5) (6,3) (6.8) (7.4) (9.0) (11.8)

o Table 3 - PacifiCorp Standard Practice (NESC Table 234-1)
Clearances of Wires, Conductors, and Cables, and Unguarded Rigid Live Parts
Adjacent but Not Attached to Buildings and Other Installations Except Bridges
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O O
Well name: 2007-09 XTO UP&L 17-8-7-11D
Operator: XTO Energy, Inc.
String type: Surface Project ID:

43-015-30726
Location: Emery County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg . Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 69 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 150 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 264 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 300 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,045 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 263 ft Next setting BHP: 1,807 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 300 ft
Injection pressure: 300 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 300 9.625 36.00 J-55 ST&C 300 300 8.796 130.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 131 2020 15.431 300 3520 11.73 11 394 36.48 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: September 27,2007
by: Div of Oil,Gas & Minerals FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS:
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe thatof the
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1 131 2020 15.431 300 3520 11.73 11 394 36.48 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: September 27,2007
by: Div of Oil,Gas & Minerals FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS:
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe thatof the
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Well name: 2007-09 XTO UP&L 17-8-7-11D
Operator: XTO Energy, Inc.
String type: Production Project ID:

43-015-30726
Location: Emery County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 122 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: 2,920 ft

Burst
Max anticipated surface

pressure: 917 psi
Intemal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 1,807 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 3,519 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)
1 4045 5.5 15.50 J-55 ST&C 4045 4045 4.825 540.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
i 1807 4040 2.236 1807 4810 2.66 63 202 3.22 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: September 27,2007
by: Div of Oil,Gas & Minerals FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS:
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign will be thatof the
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STATEOF UTAH FORM 3

&= MNE RNE URN

5. MINERALLEASEÑCt 6. GURFACE
APPLICATIONFOR PERMIT TO DRILL ML-48194 Fee

7. IF INDIAN,ALLØTTEEORTRIBE NAME:
1A.TYPEOFWORic DRILL REENTER DEEPEN N/A

B. TYPE OF WELL: OIL GAS OTHER SINGLEZONE MULTIPLE ONE
8 N orCA AGREEMENTNAME:

2. NAMEOF OPERATOR 9. WELL NAMEand NUMBER:

XTOEnergy, Inc. UP&L#17-8-7-11
a.ADDRESSOFÖPERATOR PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2700 Farmington Ave an Farmington STATE NNI ZIP 87401 (505) 324-1090 Ferron Sandstone
4.LOCATIONOF WELL(FOGTAGES) ii. SECTION, TOWNSHIP, RANGE,

«r SURFACIR. ÊÊŸFl .. NWNW 7 17S BE S
AT PROPOSED PRODUCINO2DNe Same - / //, 0 7 g

14. DISTANCEIN MILESAND DIRECTIONFROM NEAREST TOWN OR POSTÓFFICE 12. COUN1Y: 13. STATE

Approximately 9 milesNorthwest of Huntington, Utah Ëmery UTAH

Ið. DISTANCEÏO NEARE$T PROPERTYORLEASE UNE (FEET) 16. NUMÉEROF ACRES INLEASE 17. N W$ER OF ACRESASSIGNED TOTHISWELL:

467' 1980.39 160
18. DISFANCETO NËARESr WELL(DRILUNG, COMPLETED,OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPUED FOR) ON THIGt.EASE (FEE
1300' 4,045 UTB-000138

21. ELEVATidNB(SHOW WHETHER DF, NT, GR, ETC.) 22. APPROKIMATEDATEWORK WILLSTART: 23. ESTIMATEDDURATION

6620' Ground Elevation 9/21/2007 2 weeks

20 PROPOSED CASING ANDCEMENTIBIGPROGRAM
SizE OF HOLE CASING SIZE,GRADE, ANDWEIGHT PER FOGT SETTING DEPTH CEMENTTYPE, QUANTITY,YlELD,AND SLURRYWEIGHT

12.75" 9.625" J-55 361f 300 Type V +l- 142 sx 1.61 ft3/sx 14.2 ppg
8.75" 5.5" J-55 15.5# 4,045 CBMfightwt - lead +/- 55 sx 4.15 ft3/sx 10.5 ppg

CBM light wt - tail +/- 97 sx 1.81 ft3/sx 13.5 ppg

26. ATTACHMENTS

VERIFYTHE FOLLOMNG ARE ATTACHEDINACCORÔANCEWITHTHE UTAHOIL ANDGAS CONSERVATIONGENERAL RULES

WELLPLATOR MAP PREPARED BY UCENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

EVlúENCE OF DIVISIONOF WATER RIGHTS APPRÖVAL FORUSE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASEPRI K a Vaug an TITLE Regu!SÍOry ÛOmpliance Tech

SIGNATURE Te 10/12/2007

Approvedby the ÑECEI
.UtahDivisionof

API NUMBER
t
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Range 8 East 'Bitionwas determined using a Trimble 5700
GPS survey grade unit.

NB9°38'02"E
- 5230.78'

(S89'48'W - 2599.74') T
Bas Of

ea gns PS Measured.

o Lot i Lot i GLO Bearing:
The Bearings indicated are per the recorded plat obtained
from the U.S. Land Office.

o Basis of Elevation:
Lot 4 q Basis of Elevation of 6395.0' being at the Northwest Section

Lot 3 corner of Section 6, Township 17 South, Range 8 East,
/,76.69, Salt Lake Base & Meridian, as shown on the Hiawatha

UTM
Quadrangle 7.5 Minute Series Map.

UP&L\7-8-7-11 9256959
ELEV. 66l9.2' E 493533 Description of Location:

Proposed Drill Hole locoted in Lot 4 of Section 7, T17S,
RSE, S.L.B.&M., being South 920.67' from North Line and
East 476.69' from West Line of Section 7, T17S, RSE,
Salt Lake Base & Meridian.

Lot 8 Lot 7 Surveyor's Certi ficate:
I, Albert J. Spensko, o Registered Professional Land Surveyor,
holding Certificate 146652 State of Utah, do hereby certify
that the information on this drawing is a true and accurate

Lot 8 Lot 5 survey based on data of record and was conducted under my
personal direction and supervision as shown hereon.

TALON RESOURCES, INC.
615North400EastP.0Box1230

Hutington,Utah84528
om Phone(435)687-5310Fax(435)687431I

EMailtalon•etv.net

o
Lot 10

\ \ ENERGY
(NB9'07'E - 5363.82') UP&L 17-8-7-11

Legend Section 7, T17S, RSE, S.L.B.&M.

e DrillHoleLocation NOTES: Emery County, Utah
1. UTM and Latitude b Lon tude Coordinates

BrassCap(Found) e der edN
Datur .

Pa hfinder and are N. T OVICH L / J.S.

O BrassCap(Searchedfor,butnotfound) GRAP HIC SC ALE
A RockPile oæooo A-1
( ) GLO 39°21'50.l97" N ( IN FEET ) 1 1000'

I GPSMeasured I
III°04'50.245" W 1 inch = 1000ft u j ,, 4
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Operator Certification:

a. Permittingand Compliance:

Kyla Vaughan
Regulatory Compliance
XTO ENERGY INC.
382 CR 3100
AZTEC,ÑM 87410
505-333-3100

b. Drilling and Completions:

John Egelston
XTO EnergyInc.
382 CR 3100
Aztec, NM 87410
505-333-3100

c. Certification:

I herby certify that I, or persons under my direct supervision, have inspectedthe proposeddrill
site and access route; that I am familiarwith the conditions which currently exist;that the
statements made in this APD package are, to the best of my knowledge, tme and correct; and that
the work associated with theoperationsproposed herein will be preformed by XTO EnergyInc.
and its contractors and subcontractors in conformity with this APD package and the terms and
conditions under which it is approved. I also certify responsibility for the operations conducted on
that portion of the leased lands associatedwith this application,with bond coverage being
provided by XTO EnergyInc. This statement is subject to provisionsof 18 U.S.C. § 1001 for the
filing of a false statement.

Signature:
Kyla
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UP&L 17-8-7-11
Surface Use Plan

Application for Permit to Drill
Surface Use Plan

Company: XTO Energy, Inc
Well No: UP&L 17-8-7-11
Location: 921' FNL & 477' FWL, Section 7, T17S, R8E

Thirteen Point Surface Use Plan

The dirt contractor will be provided an approved copy of the surface use plan of operations before
starting construction.

1. Existing Roads

a. Proposed route to location: The proposed route to location is shown on Exhibit"A" and
is from the Hiawatha Quadrangle7.5 minute series USGS quadrangle map.

b. Location of proposed well in relation to town or other reference point: From Huntington,
Utah go West on Hwy 31 for 7.6 miles. Turn left on Deer Creek Mine Road and go
South for 0.7 miles. Go East throughcontractors gate and continue 1.2 miles to "tee"
intersection. Turn left towards refuse pile and location is next to the road on the South
side.

c. Contact the County Road Department for use of CountyRoads: No county road permits
should be required.

d. Plans for improvementand/oriinaintenance of existing roads: All existing roads within 1
mile of the drill site are showron Exhibit "B". All roads that will be used to the well
location will be maintained to theircorrent conditions are better.

e. Other Comments: None

2. Planned Access Roads

a. Location of Access Road: Starting from a point along an existing road in the NW/4 of
Section 7, Tl7S, R8E.

b. Length of New Road: 1175' of road will need to be constructed to access this location.
See Exhibit "C".

c. Length of Existing Road to Upgrade: No existing roads should need upgrades to access
this location.

d. Maximum Disturbed Width: Typically new access roads require up to 60' of disturbed
width which includes ROW for gas and water pipe lines and electric
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UP&L 17-8-7-11
Surface Use Plan

e. Travel Width of Access Road: 25' or less.

f. Maximum Grade after Construction: Maximumgradeswill not exceed 10% after
construction.

g. Turnouts Planned: No Turnouts are planned at this time.

h. Surface Materials: Only native materials will be used if additional construction is
required. If necessary, gravel or rock maybe purchased and used to improve road
conditions and travel.

i. Drainage (crowning, ditching, culverts, etc.): Roads will be re-crowned and bar ditches,
if necessary, will be located on either side. 18"-24" culverts will be installed as
necessary.

j. Cattle Guards: No cattle guards are planned at this time. If necessary, cattle guards will
be specified in the stipulations.

k. Lengthof new and/or existing roads which lie outside the lease or unit boundary for
which a BLM/State/Fee right of way is required: None.

I. Other:

i. Surface disturbance and vehicular travel will be limited to the approved location
and access road. Any additional area needed must be approved by the State of
Utah in Advance.

ii. If a right-of-way is necessary, no surface disturbing activities shall take place on
the subject right-of-way until the associated APD is approved. The holderwill
adhere to conditions of approval in the Surface Use Program of the approved
APD, relevant to any right-of-way facilities.

iii. If a right-of-way is secured, boundary adjustments in the lease or unit shall
automatically amendþs right-of-way to include that portion of the facility no
longer contained witliin thelease or unit. In the event of an automatic
amendment to this right-of-way grant, the prior on-lease/unit conditions of
approval of this facilit will not be affected even though they would now apply to
facilities outside of the lease/unit as a result of the boundaryadjustment. Rental
fees, if appropriate,:shMI e recalculated based on the conditions of this grant and
the regulations in effect at the time of an automatic amendment.

iv. If at any time the facilities located on public lands authorized by the terms of the
lease are no longer included in the lease (due to a contraction in the unit or other
lease or unit boundary change) the State of Utah will process a change in
authorization to the appropriate statute. The authorization will be subject to
appropriate rental, or other financial obligations determined by the State of
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UP&L 17-8-7-11
SurfaceUse Plan

v. If the well is not productive,the access road will be rehabilitated or broughtto
Resource (Class III) Road.Standards within 60 days of dismantling the rig. If
upgraded, the access read must.be maintained at these standards until the well is
properly abandonedalfithis time framecannot be met, the Field OfficeManager
will be notified so thettbihporarydrainagecontrol can be installedalong the
access road.

3. Location of Existing Wells:

a. On a map, show the location of all water, injection, disposal, producing and drilling wells
within a one mile radius of the proposed well, and describethe status of each: SeeExhibit
"B".

4. Location of Production Facilities:

a. On-Site facilities: Typical on-site facilities will consist of a wellhead, gas flow line, water
flow line, artificial liftingsystem (pumping unit), 2 phase separator, gas measurement,
water measurement, electronics, a heated enclosure/building for weather and
environmental protection and chemical injection equipment (as required). All production
and measurement shall conform to the provisions of 43 CFR §3162.7 and Onshore Oil
and Gas Order No. 4, if applicable,

b. All permanent (in place for six months or longer) structures constructed or installed on
the well site location will be p¢nted a flat, non reflective color to match the standard
environmental colors, as spegg.iggygheCOA's in the APD. All facilitieswill be painted
within six months of installatiggÆacilitiesrequired complying with the Occupational
Safety and Health Act (OSrHA aydbevexcluded.

c. Off-site facilities:Off-site facilities are located at the CDP station and include
compression, processing, separation, tanks, pits, electronics, and produced water disposal
(SWD) well.

d. Pipelines: The well will be produced into gas and water pipelines (sizes to be determined)
and transported to existing pipelines. See Exhibit "C" for the proposed pipeline route.

e. Power lines: Power lines are located underground in the same ROW as the water and gas
pipelines.

5. Location and Type of Water Supply:

a. All water required for drilling will be purchased from local municipal water supply. If
possible, currently produced coal well water may also be used aûer receiving any
necessary permits. Water will be trucked to location by a third party trucking company
who specializes in water hauling,

b. Water obtained on privatejan 1 pr land administered by another agency, will require
approval from the owner pi a ncý foi se of
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6. Source of Construction Material:

a. Pad construction material will be obtained from (if the source is Federally owned, show
location on a map): All construction material will be purchasedfrom private landowners
or from a commercial gravel/materials pit. The use of materials will conform to 43 CFR §
3610.2-3, if applicable.

b. The use of materials under State of Utah jurisdictionwill conform to 43CFR §3610.2-3,
if applicable.

7. Methods of Handling Waste Disposal:

a. Describe the methods anil loc as proposed for safe containment and disposalof waste
material, e.g. cuttings, produce water,garbage, sewage, chemicals, etc. The reserve pit
will be located along the edge and within the boundaries of the designatedwell pad. The
walls of the pit will be sloped at no greater than 2 to 1 and will be linedwith a synthetic
material of approximately 12 mills in thickness.The reserve pit shall be located in cut
material, with at least 50% of the pit volume being below original ground level.Three
sides of the pit will be fenced before drilling starts. The forth side will be fenced as soon
as drilling is completed, and shall remain until the pit is dry. The amount of time the pit
way remain open will typically be specified by the COA's. Once dry, the liner will be cut
and removed at the mud line and the pit will be covered and buried in place.

b. Trash must be containedin a trashcage and hauledaway to an approved disposalsite as
necessary but no later than the completion of drilling operations.

c. Sewage from trailers and chemical portable toilets will be removed on a regular basis by
a third party contractor and disposed of at an authorized sanitary waste facility,

d. Any and all chemicals used during the drilling and completion of the well will be kept to
a minimum and stored within the boundariesof the well pad. The third party chemical
contractor will be responsible for containment and clean-up and removal of all spilled
chemicals on location.

8. Ancillary Facilities:

a. No ancillary facilities will é iibd during the drilling or completion of the well.

9. Well Site Layout:

a. Depict the pit, rig, cut and fill, topsoil, etc. on a plat with a scale of at least 1"=50'. See
Exhibit "D" & "E".

b. All equipment and vehicles that will be used to drill and complete this well will remain
within the boundaries of the approved well pad. Any equipment and or vehicles parked or
stored off the location will be considered trespassing on federal lands and will NOT be
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c. Materials obtained fromthbúðißtifictionofthe location,like topsoiland vegetation will
be stock piled as indicated andgrmitted by the approved APD. The stock piles.
themselves may be outside the approved boundaries of the well pad.

10. Plans for Restorationof the Surface:

a. The top 6 inches of topsoilmaterial will be removed from the location and stockpiled
separately on Adjacent Land or as specified by the approved APD.

b. Topsoil along the access road will be reserved in place adjacent to the road.

c. Within 30-45 days after completion of well, all equipment that is not necessary for
production shall be removed.

d. The reserve pit and that portion of the location not needed for production will be
reclaimed 90-120 days after completion of the well.

e. Before any dirt work to restore the location takes place, the reserve pit must be ready for
burial.

f. All road surfacing will be removed prior to the rehabilitation of roads.

g. Reclaimed roads will have the erms and cuts reduced and will be closed to vehicle use.

h. All disturbedareas will be re-contouted to replicate the natural slope.

i. The stockpiled topsoil will be evenly distributed over the disturbedarea.

j. Prior to reseeding, all disturbed areas, including the access roads, will be scarified and
left with a rough surfàce.

k. Seed will broadcastor drilled betweenSeptember and November, or at a time specified
by the BLM and or state. If broadcast, a harrow or some other implement will be dragged
over the seeded area to assure seed coverage.

1. The following seed mixture will be used: As specified conditions of approval.

m. If necessary, and abandonment marker will be one of the following, as specified by the
State of Utah:

i. At least four feet above ground level,
ii. At restored ground level, or

iii. Below ground level.
iv. In any case the marká,s! all be inscribed with the following; operator name, lease

number, well name and description (township, section, range, and either quarter-
quarter or footages)i er

n. Additional requirements:
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11. Surface and Mineral Ownership:

The Surface is owned by UP&L , PacificCorpd/b/a/Utah Power& Light Company, 1407
WestNorthTemple, Suite 110, Salt Lake city, Utah, 84116. The minerals are leased by XTO
Energy from the State of Utah. See attached Surface use Agreement. See Exhibit "F".

12. Other Information:

a. Archeological Concerns: An approved contractor will submit the appropriate reports to
the agency as required. Specialytipulationswill be included in the COA's of the
approved APD.

b. The operator is responsible for informing all persons in the area who are associated with
this project that they will be subject to prosecution for knowinglydisturbinghistoric or
archaeological sites, or for collecting artifacts. If historicor archaeological materials are
uncovered during construction, the operator is to immediately stop work that might
further disturb such materials, and contact the State of Utah Field Office. Within five (5)
working days, the State of Utah will inform the operator as to:

i. Weather the materials appear eligible for the National Register of Historic
Places;

ii. The mitigation measures the operator will likely have to undertake beforethe site
can be used ( assumingin situ preservation is not necessary); and

iii. A time frame for the State of Utah to complete an expedited review under 36
CFR §800.11 to confirm, through the State Historic Preservation Officer, that
the findings of the State of Utah are correct and that mitigation is appropriate.

c. If the operator wishes, at any time, to relocate activities to avoid the expenses of
mitigation and/or the delaysassociated with this process, the State will assume
responsibility for whatever recordation and stabilization of the exposed materials may be
required. Otherwise, the operator will be responsible for mitigation costs. The Stateof
Utah will provide technical and procedural guidelines for the conduct of mitigation. Upon
Verification from the State of Utah that the required mitigation has been completed, the
operator will then be allõwed io resumeconstruction.

d. Threatened and Endangered Species Concerns:

i. An approved contractor will submit the appropriate reports as required. Special
Stipulations will be included in the COA's ofthe approved APD.

e. Wildlife Seasonal Restrictions: Current wildlife restrictions and closure dates are
. specified in the BLM's Environment Impact Statement.

13. The Drilling Program is attached: See Exhibit

O
UP&L 17-8-7-11
Surface Use Plan

11. Surface and Mineral Ownership:

The Surface is owned by UP&L , PacificCorpd/b/a/Utah Power& Light Company, 1407
WestNorthTemple, Suite 110, Salt Lake city, Utah, 84116. The minerals are leased by XTO
Energy from the State of Utah. See attached Surface use Agreement. See Exhibit "F".

12. Other Information:

a. Archeological Concerns: An approved contractor will submit the appropriate reports to
the agency as required. Specialytipulationswill be included in the COA's of the
approved APD.

b. The operator is responsible for informing all persons in the area who are associated with
this project that they will be subject to prosecution for knowinglydisturbinghistoric or
archaeological sites, or for collecting artifacts. If historicor archaeological materials are
uncovered during construction, the operator is to immediately stop work that might
further disturb such materials, and contact the State of Utah Field Office. Within five (5)
working days, the State of Utah will inform the operator as to:

i. Weather the materials appear eligible for the National Register of Historic
Places;

ii. The mitigation measures the operator will likely have to undertake beforethe site
can be used ( assumingin situ preservation is not necessary); and

iii. A time frame for the State of Utah to complete an expedited review under 36
CFR §800.11 to confirm, through the State Historic Preservation Officer, that
the findings of the State of Utah are correct and that mitigation is appropriate.

c. If the operator wishes, at any time, to relocate activities to avoid the expenses of
mitigation and/or the delaysassociated with this process, the State will assume
responsibility for whatever recordation and stabilization of the exposed materials may be
required. Otherwise, the operator will be responsible for mitigation costs. The Stateof
Utah will provide technical and procedural guidelines for the conduct of mitigation. Upon
Verification from the State of Utah that the required mitigation has been completed, the
operator will then be allõwed io resumeconstruction.

d. Threatened and Endangered Species Concerns:

i. An approved contractor will submit the appropriate reports as required. Special
Stipulations will be included in the COA's ofthe approved APD.

e. Wildlife Seasonal Restrictions: Current wildlife restrictions and closure dates are
. specified in the BLM's Environment Impact Statement.

13. The Drilling Program is attached: See Exhibit



JUL1 'l 2001 i w•nanthiemple.usno
PACIFIConP -rm=:

--....-."

M DEPATMENT "'°"ggit:

i i

July 5, 2007

Mr. Ryan O'Kelley
Associate Landman
XTO Energy inc.
610 Houston Street
Fort Worth, TX 76102

Re: Amenciment No. 3 to the Non•Exclusive Surface Use Agreement Between PacifiCorp and
XTO Energy Inc.

Dear Mr. O'KeUey:

XTO Energy Inc. ('XTO") and PacifiCorp have entered into a master Non-Exclusive Surface Use
Agreemeni delad August 19, 2003 (the"Master Agreement), whichgovems al surfacefacillies associated wnh
XTO oil & ges explorallonand production on lands owned by PaciflCorp in Emery County, Utah. The Master
Agreemert provides that new surface facilKiesbe added to the terms of the MasterAgreement by amending
Attachment B and Aliachment D Iberato. Therefore, in order to add new surface facli11esto the terms of the
Master Agreement, i have enclosedAmendmen! 3 10 Attachment B ofthe Master Agreement and Amendment 3
to Attachmert D of the Master Agreement. As you know, Allachment B includes al legal descriptions for wel
pads, road segmems,pipeines, powerlinesand utlitycorridorsinceted on PacilCorp property 1hat is covered
by the Master Agreerneri. A11achmergD inchides a breakdown af the annual payment calcuinione for al soadt
utlitycorridor segmerdsdescribed in Attachmert 8.

Ifyou are Inagreemerdwiththe termsofthe Master Agreement, as amended by the new AtlachmentB
and Attachment O included wth this leMer,pleano have an authorized represortatWe of your companysignon
the line psovidedat the bosom of this letter. Upan due executionof this letter, the Master Agreement shall be
amended by deleing the exleingAtlechment B andAnachment D thetato,and by insering Attachment B and
A11achmen!D included Wilh thisletter(eachofwhichis designaledas 'Amendmen! 3") in Bauthereof. Mao, as
componeanen for the newasface facilities,by signing below, XTOEnergy inc. agrees to send to PacMCorpa
check in theamountof thirtydays of thedele of ida letter, as the one·timepaymertibr Ihe
additionalfaclNes located on PacillCerp properly requiredby Attachment A of Ihe MasterAgreement. The new
annual payment schedulo is ouilned in Attachment D.

If you have anyquasions, please cal me at(801)220-2516 cr (801) 071-10T7.

Enclosure(s)

XTO En y inc. and PeoiNCarpdo hereby arnend the Maatet Agreement In the manner set forthin thisloner.

XTO Energy inc, PacifiCorp

Date Date

EXH
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XTO Energy, Inc.

UP&L 17-8-7-11
DrillingData for APD

October 12, 2007

Surface Location: 921' FNL & 477' FWL, Sec. 7, T17S, R8E

Proposed TD: 4045' Objective:Ferron Coal
Approximate Elevation: 6620' KB Elevation: 6632'

l. Mud Program:

Interval O'-300' 300'-4045'
Hole Size 12.75" 8.75"

Mud Type Fresh Water/Spud Mud Air/LSND/Gel Chemical
Weight N/A 8.4-8.6

Viscosity Ñ/A 45-60
Water Loss N/A 8-10

a. Drill surface with Fresh Water/Spud Mud. If aeration becomes necessary, nipple
up 20" rotating head.

b. Air drill to TD using produced water for mist fluid unless excessive water flow is
encountered then switch to water basedmud. If mud is required, use fibrous
materials as needed to conttpl seepage and lost circulation. Pump high viscosity
sweeps as needed for hole cleaning. Raise viscosity at TD for logging. Reduce
viscosity after logging for cementing.

c. The blooie line will be approximately 100' in lengthand will extend in a straight
line from below the rotating head as indicated in the BOP schematic. An
automatic spark-type igniter will be fixed to the end of the blooie line and set to
provide a continuous spark to ignite and burn any produced hydrocarbons and/or
gasses.

d. If necessary, de-dusting will be accomplished with a small pump, waterline, and
spray nipple positioned near the end of the blooie line to provide a continuous
spray of water.

e. Sufficient mud materials will b stored on location to maintain well control and
combat lost circulation problems that might reasonably be expected.

f. The BOP system will be consistent with API RP53 and Onshore Oil & Gas Order
No. 2. Pressure tests of the surface casing and all BOP equipment subject to
pressure will be conducted before drilling the casing shoe. Blowout preventer
controls will be installed pri to drilling the surface casing shoe and will remain
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in use until the well is completedor abandoned. Ram preventers shall be
inspected and operated daily. Annular preventers shall be inspected an operated
weekly to ensure good mechanical workingorder. The inspections and tests shall
be recorded in the drilling log and dailydrilling report. See the attachedBOP and
choke manifold schematic.

2. Casing Program:

a. Surface Casing set @300' in a 12.75" hole.
9.625,36 #/ft, J-55, ST&C, New, ( 8.921" ID, 8.765" Drift)

Collapse Burst . Joint SF SF Burst SF
Press Press Strength Collapse Tension
2020 3520 394 15.060 26.240 36.480

b. Production Casing set @4045' in a 8.75" hole.
5.5", 15.5 #/ft, J-55, ST&C, New, ( 4.950" I.D., 4.825" Drift)
Collapse Burst Joint SF SF Burst SF

Press Press Strength Collapse Tension
4040 4810 202 2.210 2.640 3.190

Safety Factors based on vertical wellbore conditions with hydrostatic of fresh
water with no backup used to calculate burst and collapse. Tension based on
hanging weight in air.

3. Well Heads:

a. Casing Head: Install WHI Fig 92 (or equivalent), 10-3/4" x 5-1/2" slip and seal,
2,000 psig WP (4,000 psig tdst) with 10-3/4" Brdon bottom & 11-3/4" modified"
8rnd thread on top. NU BOP and choke manifold (see attached schematic). Stack
to consist of drillingspool with choke and kill lines, double rams with pipe rams
on top, blind rams on bottom. Use cold water and test BOP to 250 psi low and
1,000 psi high. Record all tests on the IADC report. Inspect accumulator and
closing unit to ensure that pie'-charge pressures and oil levels are within API
Specifications and report sage on IADC report.

b. Tubing Head: Larkin Fig 612 (or equivalent), 5,000 psig WP (5,000 psig test), 5
½" SOW (or API 8 rnd female thread) on bottom, 7 'lis" 5,000 psig flange on top
with two 3" LPOs.

4. Cement Program:

a. Surface: 142 sx of Type V cement (or equivalent) containing 1% CaC1, ¼ pps
Flocele, and 10% Cal_Seal mixed at 14.2 ppg and 1.61 ft3/sk.

EXHlBITG
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i. Slurry Volumeis l14 ft3,200% excess of calculated annular volume to
300'.

b. Production:

i. The production casing will be cemented using 2 (lead and tail) cement
slurries. The lead cement (filler grade) volume will be calculated based on
a maximum achievable top assuming formation pressure of 1,000 psi at
the shoe. The tail cement will be calculated from TD to 300' above the
Upper Ferron Sandstone as indicated on the formation tops table.

ii. Lead Cement: 55 sxiof CBM Light Weight Cement with 10 pps Gilsonite
and ¼ pps celloflakepixed at 10.5 ppg and 4.15 ft3/sk.

iii. Tail Cement: 97 sx of CBM Light Weight Cement with 10 pps Gilsonite
and ¼ pps celloflake mixed at 13.5 ppg and 1.81 ft3/sk.

iv. Slurry volume is 400 ft3,40% excess of calculated annular volume to
1,000 psi hydrostaticover formation pressure.

5. Logging Program

a. Mud logger: The mud loggtwill come on after surface pipe is set and will
remain until TD. The mud will be logged in 10' intervals.

b. Run Array Induction (if wet), compensated neutron, density, GR, caliper, SP (if
wet), and Pe from TD to the bottom of the surface casing.

6. Formation Tops:

Formation Well Depth
Top of Upper Ferron SS 3585
Top of Coal Zone 361
Top of Lower Ferron SS 3Ñ5
Total Depth 4045

a. No known oil zones will be penetrated.

b. Gas bearing sandstones and coals will be penetrated from 3585' to 4045'.

c. No known fresh water zonet will be penetrated. The gas bearing sandstones and
coals may contain in-sity wger.

d. No known mineral zones will be penetrated.
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UP&L 17-8-7-11
Drilling Program

e. Any prospectively valuablegneralsand all fresh water zones encountered during
drill will be recorded, cased, andcemented. If possible, water flow rates will be
measured and samples will be then and analyzed with the results being submitted
to the appropriate agency,

f. Maximum anticipated bottomhole pressure is anticipated to be less than 1,500 psi.

g. No abnormal pressure, abnormal temperature, H2S, or other hazardous conditions
are known to exist.

7. Company Personnel:

Name as e Title Office Phone Mobile Phone
John Egelston DrilliggEngineer 505.564.6734 505.330.6902
Jerry Lacy Drilling Superintendent 505.566.7914 505.320.6543
Joshua Stark Project Geologist 817.885.2240 817.565.7158
Leonard West Reservoir Engineer 817.885.2800
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1. Test BOP after installation:
Pressure test BOP to 200-300

BOP SCHEMATICFOR psig (low pressure) for 10 min.

DRILLINGOPERATIONS Test BOP to Working Press or
to 70% internal yield of surf csg

CLASS 1 (2M) NORMAL (10 min) or which ever is less.

PRESSURE 2. Test operation of (both) rams

ROTA TINGHEAD

nCeverytaripci

record Accumulator
(OPTIONAL) pressure on every tour.

4. Re-pressure test BOP stack after
changing out rams.
5. Have kelly cock valve with handle available.

I 6. Have safety valve and subs to fit all sizes of
FILL UP LINE drill string on the rig floor and ready to go.

FLOW LINE
TO PIT

PIPE
RAMS

BLIND
RAMS

TO CHOKE
MANIFOLD

KILL LINE 2" dia min.
2" dia min. See Choke Manifolddrawing for

I specinoations

** Hemove check or bah HCR VALVE(OPTIONAL)
from check valve and MUD CROSS

press test tosame press 2" (MIN) FULL OPENING
as BOP's. **
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1. Stake all lines from

CHOKE MANIFOLD choke manifoldto pit.

SCHEMATICFOR DRILLING ian'iÎoldft
scha

a on.
OPERATIONS 3. Pressure test manifold

CLASS 1 (2M) NORMAL at the same timewiththe
PRESSURE BOP Stack. Test manifold

to the same test
pressures.

Manually Adjustable 2" Steel Hard Line to Pit
Choke

Pressure
Gauge 3" Steel Panic Line to Pit

Steel Hard Line Emergancy Use Only
or Acceptable High

Pressure Hose
(2" min dia)

from Mud Cross

Manually Adjustable 2" Steel Hard Line to Pit
Choke

(ManuallyAdjustable (2" Steel Hard Line to Pit)
Choke)
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r State ÊUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
ExecutiveDirector

JON M. HUNTSMAN, JR
Division of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

October 25, 2007

XTO Energy, Inc.
2700 Farmington Ave.
Farmington, NM 87401

Re: UP&L 17-8-7-1l Well, 921' FNL, 477' FWL, NW NW, Sec. 7, T. 17 South, R. 8 East,
Emery County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40 6-l et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-015-30726.

Sincerely,

Gil Hunt
'

Associate Director

pab
Enclosures

cc: Emery County Assessor
SITLA

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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Operator: XTO Energy, Inc.
Well Name & Number UP&L 17-8-7-11

API Number: 43-015-30726
Lease: ML-48194

Location: NW NW Sec.__7_ T. 17 South R. 8 East

Conditions of Approval
l. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office (801) 942-0873 home
• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational
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Page 2
43-015-30726
October 25, 2007

4. - Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy
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STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: XTO ENERGY INC- OperatorAccount Number: N 2615

Address: 382 CR 3100

city AZTEC

state NM zip 87410 Phone Number: (505) 333-3100

Well 1
API Numbei Well Name QQ Sec Twp Rng County
4301530726 UP&L17-8-7-11 NWNW 7 17S 8E EMERY

Action Code Current Entity New Entity Spud Date EntityAssignment
Number Number Effective Date

A 7/13/2008
Comments:

weilAPI
Number Well Name QQ Sec Twp Rnq County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Numbär Effective Date

Comments:

weilAPI
Number Weli Name QQ Sec Twp Rng County

Action Òode Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) WANETT MCCAULEY

B - Add new well to existing entity (groupor unit well) meglease Print

C - Re-assign well from one existing entity to another existing entity jf
D - Re-assign well from one existing entity to a new entity nature
E - Other (Explain in 'comments' section) RECElVED FILE CLERK 7/17/2008

Title Date

(5/2000) JUL17 2008

DIMOFOIL,GAS&
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O
STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48194

SUNDRY NOTICES AND REPORTS ON WELLS 6 INDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to N/Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP&L 17-8-7-11

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL, OR WILDCAT:

382 CR 3100 AZTEC STATE NM Z:P87410 (505) 333-3100 BUZZ BENCH/FERRON SS
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 921' FNL &477' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWNW 7 17S 8E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDlZE DEEPEN REPERFORATE CURRENT FORMATlON
O NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORAR1LYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMM1NGLEPRODUCING FORMAT10NS RECLAMATIONOF WELL SITE OTHER: SPUD
7/13/2008

CONVERT WELLTYPE RECOMPLETE - DlFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy Inc. spudded 20" conductor hole 7/13/2008 &drilled to 80'. Set 14" conductor csg @80' &cemented to surface
w/7 yds Redimix cement.

Drilling ahead. . . .

NAME(PLEASEPRINT) WANETT MCCAULEY TlTLE FILE CLERK

SIGNATUR TE 7/17/2008

(This space for State use only)

RECEIVED
JUL2 1 2008

(5/2000) (See Instructions on Reverse Side)

DIVOFOIL,GAS&

O
STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48194

SUNDRY NOTICES AND REPORTS ON WELLS 6 INDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to N/Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP&L 17-8-7-11

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL, OR WILDCAT:

382 CR 3100 AZTEC STATE NM Z:P87410 (505) 333-3100 BUZZ BENCH/FERRON SS
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 921' FNL &477' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWNW 7 17S 8E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
ACIDlZE DEEPEN REPERFORATE CURRENT FORMATlON

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORAR1LYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMM1NGLEPRODUCING FORMAT10NS RECLAMATIONOF WELL SITE OTHER: SPUD
7/13/2008

CONVERT WELLTYPE RECOMPLETE - DlFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy Inc. spudded 20" conductor hole 7/13/2008 &drilled to 80'. Set 14" conductor csg @80' &cemented to surface
w/7 yds Redimix cement.

Drilling ahead. . . .

NAME(PLEASEPRINT) WANETT MCCAULEY TlTLE FILE CLERK

SIGNATUR TE 7/17/2008

(This space for State use only)

RECEIVED
JUL2 1 2008

(5/2000) (See Instructions on Reverse Side)

DIVOFOIL,GAS&



Form3160-5 UNITEDSTATES FORMAPPROVED
(August 2007) DEPARTMENTOF THE INTERIOR OMBNO. 1004-0137

ExpiresJuly31,2010

0 BUREAUOF LAND MANAGEMENT
5, LeaseSeria1No.

SUNDRYNOTICESAND REPORTSON WELLS †ßB
Do not use this form for proposals to drlli or to re.enter an 6. If Indian,Allotteeor Tribe Name

abandoned well. Use Form 3180.3 (APD) for such proposals.

SUBMIT IN TRIPUCATE - Otherínstructions on page 2 7. If Unit or CA/Agreement, Name and/or No
HUblTDDIQbiCm

l. TypeofWen

O ouwa e omwa Oogg, 8. WellName andNo.

2. Name of Operator

9 API WellNo
3a. Address 3b. Phone No. (include area code) (3-015-3W126

303 ÇR ROO Aztec, m 87410 505-333-3100 in Piew wi Þnal or Frplorararv arm
4. Locationof Well(Footage Sec. K R., AI.,or SurveyDescription) EtW|SAEE)-

935' RK. & 467• Im!L NM9 SEC 7-T17s-RSE, s FEREDN SANDSICIS
11, County or Parish, State

mamr yr
12. CHECK APPROPRIATE BOX(ES) TO INDlCATE NATURE OF NOTICE, REPO IT, OR OTHER DATA

TYPE OF SUBMISSlON TYPE OF ACTlON

Notice of Intent D Production (Start/Resume) Waer m

O "*"""°"'""" O caos O -c.-- O a-no- O Other

O ,,.., «s........, ,,,,,, e es.... mi... Plug and Abandon T a don

O e-.4. Plug Beck Water

13. DescribePropos¢dor CompletedOperation (clearlystate all pertinentdetails, includingestimated starting date of any proposed work and approximateduratiotathereot'
If the proposal is to deepen directionallyor recomplete horizontally,give subsurfacelocations and measured and true vertical depths of all pertinent markersand zones.
Attach the Bond under which the work will be performed or provide the Bond No, on file with BLM/BIA. Required subsequent reposts shall be filed within 30 days

followingcompletlomof the involvedoperations. If the operation results in a multiplecompletion or recompletion in a new interval, a Form 3160-4 shall be fded once

testing has beencompleted. Final AbandonmentNotices shaBbe filed only after all requirements, including reclamation, have beencompleted, and the operator has
determinedthat the fmalsite is ready for finalinspection.)

XIO Ehergy Inc, proposes to r*¤nje the surface hole size frem 12.75" to 12.25" for this well. The

corresponding cement program to 300 * is se follows:

Surface. 120 oc Type V cement ( cc ecµLvalent) containing 1% CaC1, 1/4 pps Flocele, and 104 Cal-seal

itdaced @ 14.2 ppg to 1.61 cutt/sw..

81mrzy volume is 193 cuft, 100% excess of calculated annular poligne to 300*.

COPYSENTTOOPERATOR
oate:"T•¾•¾g

RECEIVED

initiais: 14
JUL22 2008 \

DIV.OFOIL,GAS&MINING
14. rob dtleforegoingis true and correct

I RI Title REGUEATCiti (HUIJAICE TER

Signate Date Og/17/08

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approve APPRWVEDBYTHE GTATEo •

Conditionsofapproval, if any, are attached. Approvalof this notice does not warrant or certifythOÉ¾e
the applienntholds legalor equitable title to those rights in the subject lease whichwould O ILG A AN NING
entitlethe applicantto couduct operations thereau,

Title 18 U.S.C.Section 1001, and Title 43 U.S.C. Section 1212,makes it a crimefor any pe the Uniled Slates any false,

factitiënsor fraudulent statetaantsor representationsas to any matter within its
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Attach the Bond under which the work will be performed or provide the Bond No, on file with BLM/BIA. Required subsequent reposts shall be filed within 30 days

followingcompletlomof the involvedoperations. If the operation results in a multiplecompletion or recompletion in a new interval, a Form 3160-4 shall be fded once

testing has beencompleted. Final AbandonmentNotices shaBbe filed only after all requirements, including reclamation, have beencompleted, and the operator has
determinedthat the fmalsite is ready for finalinspection.)

XIO Ehergy Inc, proposes to r*¤nje the surface hole size frem 12.75" to 12.25" for this well. The

corresponding cement program to 300 * is se follows:

Surface. 120 oc Type V cement ( cc ecµLvalent) containing 1% CaC1, 1/4 pps Flocele, and 104 Cal-seal

itdaced @ 14.2 ppg to 1.61 cutt/sw..

81mrzy volume is 193 cuft, 100% excess of calculated annular poligne to 300*.

COPYSENTTOOPERATOR
oate:"T•¾•¾g

RECEIVED

initiais: 14
JUL22 2008 \

DIV.OFOIL,GAS&MINING
14. rob dtleforegoingis true and correct

I RI Title REGUEATCiti (HUIJAICE TER

Signate Date Og/17/08

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approve APPRWVEDBYTHE GTATEo •

Conditionsofapproval, if any, are attached. Approvalof this notice does not warrant or certifythOÉ¾e
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O
STATE OF UTAH FORM 9

DEPARTMENTOFNATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48194
6. IF INDIAN,ALLOTTEE OR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, or to N/Adrillhorizontal laterals. Use APPLICAT10N FOR PERM1TTO DRILLform for such proposals.
1. TYPE OF WELL

OIL WELL GAS WELL Ü OTHER
8. WELL NAMEand NUMBER:

UP&L 17-8-7-11
2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
382 CR 3100 AZTEC

STATE NM ,,87410 (505) 333-3100 BUZZ BENCHIFERRON SS
4 LOCAT10N OF WELL

FOOTAGESATSURFACE: 921' FNL & 477' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE. MERIDIAN NWNW 7 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: JULY '08 MONTHLY
7/31/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 7/01/2008 thru 7/31/2008.

RECEIVED

AUS1 1 2008

DN.0FO\L,GAS&MINING

NAME(PLEASEPRINT) WANETT MCCAULEY TITLE FILE CLERK

SIGNATURE DATE 8/4/2008

(This space for State use only)

(5/2000) (See instructions on Reverse

O
STATE OF UTAH FORM 9

DEPARTMENTOFNATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48194
6. IF INDIAN,ALLOTTEE OR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, or to N/Adrillhorizontal laterals. Use APPLICAT10N FOR PERM1TTO DRILLform for such proposals.
1. TYPE OF WELL

OIL WELL GAS WELL Ü OTHER
8. WELL NAMEand NUMBER:

UP&L 17-8-7-11
2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
382 CR 3100 AZTEC

STATE NM ,,87410 (505) 333-3100 BUZZ BENCHIFERRON SS
4 LOCAT10N OF WELL

FOOTAGESATSURFACE: 921' FNL & 477' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE. MERIDIAN NWNW 7 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: JULY '08 MONTHLY
7/31/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 7/01/2008 thru 7/31/2008.

RECEIVED

AUS1 1 2008

DN.0FO\L,GAS&MINING

NAME(PLEASEPRINT) WANETT MCCAULEY TITLE FILE CLERK

SIGNATURE DATE 8/4/2008

(This space for State use only)

(5/2000) (See instructions on Reverse



EXECUTIVE SUMMARY REPORT
7/1/2008 - 7/31/2008

Report run on 8/4/2008 at 11:39 AN

UP & L 17-08-07-11 - Buzzards Bench, 07, 17S, 08E, Emery, Utah, , Orangeville,
AFE: 712562
Objective: Drill & Complete a Ferron Coal gas well

7/14/2008 MIRU PeteMartin Rat hole rig. Drlg 20" f/0' to 80', Set and weld 80' of 14"
conductor pipe.
Notified Carol Daniels W/Utah Oil & Gas. of spud, voice mail @ 14:46. 7-12-
08.

== ==== ====== === ==== = = = UP & L 17-03-07-11 = = ============== ======

7/15/2008 Wait on ready mix truck and cmt. RDMO Pete Martin Rig. MIRU Pro Petro Rig #5,
Drlg 12 1/4" surface hole f/80' to 340', Run318' of 9 5/8" 36# Csg. Cmt w/
200sx, 2% KCL, 1/41b flocel, Class "G" 15.8 ppg Cmt.
Cmt to surface and no fall back. RDMO Pro Petro rig #5
Notified Bart Kettle w/Utah Oil and Gas. of Surface cmt. Voice mail @ 12:45.
7-14-08. Set 80 of 14" condutor Pipe.

== === === ========= = === UP & L 17-08-07-11 = ===== = ======= =====

7/18/2008 Wait on rig and top off surface cmt.
Surface cmt fell back 30', top off w/ 10sx sackrete ready mix and 1bbl of
water.

= == === ========== = == UP & L 17-08-07-11 == ========= == =

7/22/2008 Move in and Rig up. Nipple up BoP. Rig up Blouie Line. Test BOP and Csg. Pick
up BHA, drop float out of bit sub down hole. Trip in and tag fish. Wait on
Fishing Tools.
Notified Bart Kettle w/Utah Oil anf Gas. of BOP and Csg test @ 08:10, 7-21-
08. Test upper kelly valve, kill line check valve, pipe rams, kill line
valve, inside coke valves, blind rams, choke manifold, primary valves and csg
low for 5 minutes @ 250 psi, High for 30 minutes @ 1000 psi, no leaks.
Dropped float out of bit sub down hole.

============ == ============== UP & L 17-08-07-11 = === ==== === === ==

7/23/2008 Wait on fishing tools, Trips w/ magnet for fish, Trip in BHA, Drlg cmt and
shoe. Surveys, Drlg f/351' to 1039'.
Ran magnet in twice, retrieved 100% of fish. Drlg w/air mist, 2200 cfm, 18
bph water, 5 gph soap and 5 gph corr inhib. Surveys @ 5091, 1/2 deg. and @
1007', 3/4 deg.

===== ============= ======= UP & L 17-08-07-11 = ======= ======= =========

7/24/2008 Drlg f/1039' to 2855'. Trips for float sub. Surveys
Drlg w/air mist, 2200 cfm, 18 bph water, 5 gph soap, 5 gph corr inhib.
Surveys @ 1538', ideg. @ 2004', 1/4 deg. @ 2506' ideg.

= ===== ============== ==== UP & L 17-08-07-11 = ==== =========== ==== =====

7/25/2008 Drlg f/2855' to 3833'.Trips for float sub, surveys. Change rotating rubber.
Restring Geoligraf line. Replace Elbo in blouie line.
Drlg w/air mist:2200 cfm, 18 bph water, 5 gph soap, 5 gph corr. inhib.
Surveys @ 3002', 1 1/2 deg. @ 3504', 2 deg.

== ======== ========== ===== UP & L 17-03-07-11 ======= ============

7/26/2008 Trip for bit. Drlg f/3833' to 4125'. Trip for float. Survey. Lay down drlg
pipe.
Drlg w/air mist 2200 cfm, 18 bph water, 5 gph soap, 5 gph corr inhib. Survey
@ 4094', 1 deg. Spot 70 bbl 3% kcl on bottom for a fluid level of 3100' + or-

EXECUTIVE SUMMARY REPORT
7/1/2008 - 7/31/2008

Report run on 8/4/2008 at 11:39 AN

UP & L 17-08-07-11 - Buzzards Bench, 07, 17S, 08E, Emery, Utah, , Orangeville,
AFE: 712562
Objective: Drill & Complete a Ferron Coal gas well

7/14/2008 MIRU PeteMartin Rat hole rig. Drlg 20" f/0' to 80', Set and weld 80' of 14"
conductor pipe.
Notified Carol Daniels W/Utah Oil & Gas. of spud, voice mail @ 14:46. 7-12-
08.

== ==== ====== === ==== = = = UP & L 17-03-07-11 = = ============== ======

7/15/2008 Wait on ready mix truck and cmt. RDMO Pete Martin Rig. MIRU Pro Petro Rig #5,
Drlg 12 1/4" surface hole f/80' to 340', Run318' of 9 5/8" 36# Csg. Cmt w/
200sx, 2% KCL, 1/41b flocel, Class "G" 15.8 ppg Cmt.
Cmt to surface and no fall back. RDMO Pro Petro rig #5
Notified Bart Kettle w/Utah Oil and Gas. of Surface cmt. Voice mail @ 12:45.
7-14-08. Set 80 of 14" condutor Pipe.

== === === ========= = === UP & L 17-08-07-11 = ===== = ======= =====

7/18/2008 Wait on rig and top off surface cmt.
Surface cmt fell back 30', top off w/ 10sx sackrete ready mix and 1bbl of
water.

= == === ========== = == UP & L 17-08-07-11 == ========= == =

7/22/2008 Move in and Rig up. Nipple up BoP. Rig up Blouie Line. Test BOP and Csg. Pick
up BHA, drop float out of bit sub down hole. Trip in and tag fish. Wait on
Fishing Tools.
Notified Bart Kettle w/Utah Oil anf Gas. of BOP and Csg test @ 08:10, 7-21-
08. Test upper kelly valve, kill line check valve, pipe rams, kill line
valve, inside coke valves, blind rams, choke manifold, primary valves and csg
low for 5 minutes @ 250 psi, High for 30 minutes @ 1000 psi, no leaks.
Dropped float out of bit sub down hole.

============ == ============== UP & L 17-08-07-11 = === ==== === === ==

7/23/2008 Wait on fishing tools, Trips w/ magnet for fish, Trip in BHA, Drlg cmt and
shoe. Surveys, Drlg f/351' to 1039'.
Ran magnet in twice, retrieved 100% of fish. Drlg w/air mist, 2200 cfm, 18
bph water, 5 gph soap and 5 gph corr inhib. Surveys @ 5091, 1/2 deg. and @
1007', 3/4 deg.

===== ============= ======= UP & L 17-08-07-11 = ======= ======= =========

7/24/2008 Drlg f/1039' to 2855'. Trips for float sub. Surveys
Drlg w/air mist, 2200 cfm, 18 bph water, 5 gph soap, 5 gph corr inhib.
Surveys @ 1538', ideg. @ 2004', 1/4 deg. @ 2506' ideg.

= ===== ============== ==== UP & L 17-08-07-11 = ==== =========== ==== =====

7/25/2008 Drlg f/2855' to 3833'.Trips for float sub, surveys. Change rotating rubber.
Restring Geoligraf line. Replace Elbo in blouie line.
Drlg w/air mist:2200 cfm, 18 bph water, 5 gph soap, 5 gph corr. inhib.
Surveys @ 3002', 1 1/2 deg. @ 3504', 2 deg.

== ======== ========== ===== UP & L 17-03-07-11 ======= ============

7/26/2008 Trip for bit. Drlg f/3833' to 4125'. Trip for float. Survey. Lay down drlg
pipe.
Drlg w/air mist 2200 cfm, 18 bph water, 5 gph soap, 5 gph corr inhib. Survey
@ 4094', 1 deg. Spot 70 bbl 3% kcl on bottom for a fluid level of 3100' + or-



EXECUTIVE SUMMARY REPORT
7/1/2008 - 7/31/2008

Report run on 8/4/2008 at 11:39 AM

= ======= ==================== UP & L 17-08-07-11 ====== ====================

7/27/2008 Lay down Drlg pipe and BHA. Open hole log w/Phoenix survey. Run 5 1/2" csg.
Cmt w/Superior Well Serv. Nipple down, set slips and cut off csg. Rig down
bluoie line.
Ran 91 jts of 5 1/2", S-80, 17# ST&C Csg. Total 4127.11' Set @ 4124'. Cmt
w/30 bbl water 20 bbl reactive spacer, 10 bbl water, 52 bbl/70 sx super coal
blend lead cmt. 48 bbl/155 sx Super coal blend tail. Displaced W/94.6 bbl of
water. Plug down @ 21:35, 7-26-08. Set 90k on 5 1/2" Csg slips. Rig Released
@ 06:00, 7-27-08.

EXECUTIVE SUMMARY REPORT
7/1/2008 - 7/31/2008

Report run on 8/4/2008 at 11:39 AM

= ======= ==================== UP & L 17-08-07-11 ====== ====================

7/27/2008 Lay down Drlg pipe and BHA. Open hole log w/Phoenix survey. Run 5 1/2" csg.
Cmt w/Superior Well Serv. Nipple down, set slips and cut off csg. Rig down
bluoie line.
Ran 91 jts of 5 1/2", S-80, 17# ST&C Csg. Total 4127.11' Set @ 4124'. Cmt
w/30 bbl water 20 bbl reactive spacer, 10 bbl water, 52 bbl/70 sx super coal
blend lead cmt. 48 bbl/155 sx Super coal blend tail. Displaced W/94.6 bbl of
water. Plug down @ 21:35, 7-26-08. Set 90k on 5 1/2" Csg slips. Rig Released
@ 06:00, 7-27-08.



O
STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNAT10NANDSERIALNUMBER:

ML-48194

SUNDRY NOTICES AND REPORTS ON WELLS 6 FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells,significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrill horizontal laterals. Use APPL1CATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP&L 17-8-7-11

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC NM zt,87410 (505) 333-3100 BUZZ BENCHIFERRON SS

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 921' FNL &477' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWNW 7 17S 8E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVlOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBlNG PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUC1NG FORMATIONS RECLAMATIONOF WELL SITE OTHER: AUGUST '08
8/31/2008

CONVERTWELLTYPE RECOMPLETE-DIFFERENTFORMATION MONTHLYREPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 8/01/2008 thru 8/31/2008.

W NETT MCCAULEY FILE CLERKsNAME(PLEEASEPR TD EE

9/3/2008

(This space for State use only)

RECENED

(5/2000) (See Instructions on Reverse Side)

SEPO8 2008

DIV.0FOIL,GAS&

O
STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNAT10NANDSERIALNUMBER:

ML-48194

SUNDRY NOTICES AND REPORTS ON WELLS
6 FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells,significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrill horizontal laterals. Use APPL1CATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP&L 17-8-7-11

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC NM zt,87410 (505) 333-3100 BUZZ BENCHIFERRON SS

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 921' FNL &477' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWNW 7 17S 8E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVlOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBlNG PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUC1NG FORMATIONS RECLAMATIONOF WELL SITE OTHER: AUGUST '08
8/31/2008

CONVERTWELLTYPE RECOMPLETE-DIFFERENTFORMATION MONTHLYREPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 8/01/2008 thru 8/31/2008.

W NETT MCCAULEY FILE CLERKsNAME(PLEEASEPR TD EE

9/3/2008

(This space for State use only)

RECENED

(5/2000) (See Instructions on Reverse Side)

SEPO8 2008

DIV.0FOIL,GAS&



STATEOFUTAH FORM9
DEPARTMENTOFNATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48194

SUNDRY NOTICES AND REPORTS ON WELLS 6 NDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER UP&L 17-8-7-11
2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC NM

,
,87410 (505) 333-3100 BUZZ BENCHIFERRON SS

4. LOCATIONOF WELL

FOOTAGESATSURFACE 921' FNL &477' FWL COUNTY EMERY

QTRIQTR, SECTION, TOWNSHIP RANGE MERIDIAN NWNW 7 17S 8E S STATE:
UTAH

11. CHECK APPROPRlATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of workcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: SEPTEMBER '08
9/30/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION MONTHLYREPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 9/01/2008 thru 9/30/2008.

SNAME(PLEEASEPRINT) W T MC Y DATE FILE CLERK

(This space for State use only)

RECEIVED
OCTO6 2003

(5/2000) (See instructions on Reverse Side)

DIV.0FOlL,GAS&

STATEOFUTAH FORM9
DEPARTMENTOFNATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48194

SUNDRY NOTICES AND REPORTS ON WELLS
6 NDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP&L 17-8-7-11

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC NM

,
,87410 (505) 333-3100 BUZZ BENCHIFERRON SS

4. LOCATIONOF WELL

FOOTAGESATSURFACE 921' FNL &477' FWL COUNTY EMERY

QTRIQTR, SECTION, TOWNSHIP RANGE MERIDIAN NWNW 7 17S 8E S STATE:
UTAH

11. CHECK APPROPRlATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of workcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: SEPTEMBER '08
9/30/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION MONTHLYREPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 9/01/2008 thru 9/30/2008.

SNAME(PLEEASEPRINT) W T MC Y DATE FILE CLERK

(This space for State use only)

RECEIVED
OCTO6 2003

(5/2000) (See instructions on Reverse Side)

DIV.0FOlL,GAS&



EXECUTIVE SUMMARY REPORT
9/1/2008 - 9/30/2008

Report run on 10/1/2008 at 2:56 PM

UP & L 17-08-07-11 - Buzzards Bench, 07, 17S, 08E, Emery, Utah, , Orangeville,
AFE: 712562
Objective: Drill & Complete a Ferron Coal gas well
Rig Information: Mesa WS, 217,

9/17/2008 SICP 0 psig. MIRU JW WL. RIH w/dump blr & dmpd 10 gals 28 % HCL @ 3,715'.
POH & LD dump blr. RDMO WLU. MIRU CAL FRAC frac crew. AC Ferron Coal perfs
fr/3,792' - 3,817' dwn 5-1/2 csg w/1000 gals 15% HCL at 6 BPM & 1,653 psig.
Form BD @ 41 bpm & 1,653 psig. Frac Ferron Coal perfs fr/3,792' - 3,817'
w/316 bbl slick wtr. 1,380 bbl DynAqua-1 frac fld carrying 39,000 lbs 20/40
Brady sd, & 20,000 lbs 16/30 Brady sd. Last 25,385 lbs 16-30 Brady sd ppd
SiberProp coated. Frac Gradient 1.08. Flshd w/88 gals Linear Gel, 3 bb1s
short. Sd conc 0.30 - 5.00 ppg. SIPSI 2,400 psig, 5" SIP 1,478 psig, 10"
SIP 1,275 psig, 15" SIP 1,150 psig. ATP 2,005 psig. AIR 37 bpm. Max TP
3,205 psig. Max IR 25 bpm. Max sd conc 5.00 ppg. MIRU JW WL. RIH w/ a 5-

1/2" CBP & 4" Slick Csg Gun. Set 5-1/2" CBP @ 3,770', Press tst to 2,000
psi, Perf Ferron Coal w/3 JSPF fr/3,713' - 3,741'. (42 holes, 22.7 gm, .41"

dia, 120 deg ph). All dpts correlated fr/CNL/GR log ran on 7-26-08. POH &
LD Csg guns. RDMO JW WL. Ac Ferron Coal perfs fr/3,713' - 3,741' dwn 5-1/2

csg w/1000 gals 15% HCL at 7 BPM & 2030 psig. Form BD @ 42 bpm & 2,656'
psig. Frac Ferron Coal perfs fr/3,713' - 3,741' w/342 bbl slick wtr. 1,470
bbl DynAqua-1 frac fld carrying 64,000 lbs 20/40 Brady sd, & 48,000 lbs 16/30
Brady sd. Last 43,229 lbs 16-30 Brady sd ppd SiberProp coated. Frac
Gradient 1.10. F1shd w/81 gals Linear Gel, 3 bb1s short. sd conc 0.30 -

5.00 ppg. SIPSI 2,465 psig, 5" SIP 1,739 psig, 10" SIP 1,641 psig, 15" SIP
1,505 psig. ATP 2,206 psig. AIR 32 bpm. Max TP 3,756 psig. Max IR 36
bpm. Max sd conc 5.00 ppg. 5,912 BLWTR. RD CAL FRAC. RDMO CAL FRAC.
SWI. Susp rpts to further activity.

============== ================== UP & L 17-08-07-11 == ========= ====================

9/25/2008 Cont rpt for AFE # 712562 to D & C Ferron Coal fr/9-17-08 to 9-25-08. SICP

0 psig (Hole full). MIRU Mesa WS Rig # 217. ND frac v1v. NU BOP. TIH
w/111 jts 2-7/8" tbg. Tgd fill @ 3,657'. U/Ferron Coal fr/ 3,792.5' -

3,817.5'. CBP @ 3,770'. RU pwr swivel. MIRU Weatherford AFU. Estb circ &

stg in hole. CO 112' of sd & CBP fr/3,657' to 3,770' w/4 jts 2-7/8" tbg.
Fell thru. RD pwr swivel. TIH w/6 jts 2-7/8" tbg. Tgd 70' sd fill @
3,975'. L/Ferron Coal perfs @ 3,713' - 3,741'. PETD @ 4,075'. RU pwr
swivel. Estb circ. CO fill fr/ 3,975' - 4,075' w/3 jts 2-7/8" tbg. Circ
well cln for 1 hr. RD pwr swivel. TOH w/15 jts 2-7/8" tbg. EOT @ 3,657'.
SWI. SDFN. 5,612 BLWTR. Made 300 BLW circing today.

============= ================ == UP & L 17-08-07-11 ====================== ==========

9/26/2008 SITP 0 psig, SICP 390 psig. Bd well. TIH w/15 jts 2-7/8" tbg. Tgd no fill
@ 4,075' PETD. PUH w/11 jts 2-7/8" tbg. EOT @ 3,780'. RU swab tls. BFL @

900' FS. O BO, 132 BLW, 12 runs, 4.5 hrs FFL @ 1,200' FS, FCP 400 psig. RD

swb tls. TIH w/11 jts 2-78" tbg. Tgd 10' of fill @ 4,065'. TOH w/11 jts 2-

7/8" tbg. SWI. SDFWE. 3,763 BLWTR

======= ======= =============== UP & L 17-08-07-11 ============ ======= =========

9/29/2008 SITP o psig, SICP 450 psig. Ed well. TIH w/11 jts 2-7/8" tbg. Tgd 5' addl
fill @ 4,060'. PUH w/11 jts 2-7/8" tbg. EOT @ 3,780'. RU swab tls. BFL @

1,100' FS. O BO, 25 BLW, 2 runs, 20" FFL @ 1,200' FS, CP 20 psig. RD swb
tls. Well KO flwg. F1w 210 BLW in 4 hrs & logged off. RU swab tls. BFL @

500' FS. O BO, 75 BLW, 4 runs, 1 hr FFL @ 1,100' FS, Well flwd after ea run.
SICP 490 psig. RD swb tls. TIH w/11 jts 2-78" tbg. Tgd 15' of addl fill @

4,035'. TOH w/11 jts 2-7/8" tbg. SWI. SDFN. 3,453 BLWTR

EXECUTIVE SUMMARY REPORT
9/1/2008 - 9/30/2008

Report run on 10/1/2008 at 2:56 PM

UP & L 17-08-07-11 - Buzzards Bench, 07, 17S, 08E, Emery, Utah, , Orangeville,
AFE: 712562
Objective: Drill & Complete a Ferron Coal gas well
Rig Information: Mesa WS, 217,

9/17/2008 SICP 0 psig. MIRU JW WL. RIH w/dump blr & dmpd 10 gals 28 % HCL @ 3,715'.
POH & LD dump blr. RDMO WLU. MIRU CAL FRAC frac crew. AC Ferron Coal perfs
fr/3,792' - 3,817' dwn 5-1/2 csg w/1000 gals 15% HCL at 6 BPM & 1,653 psig.
Form BD @ 41 bpm & 1,653 psig. Frac Ferron Coal perfs fr/3,792' - 3,817'
w/316 bbl slick wtr. 1,380 bbl DynAqua-1 frac fld carrying 39,000 lbs 20/40
Brady sd, & 20,000 lbs 16/30 Brady sd. Last 25,385 lbs 16-30 Brady sd ppd
SiberProp coated. Frac Gradient 1.08. Flshd w/88 gals Linear Gel, 3 bb1s
short. Sd conc 0.30 - 5.00 ppg. SIPSI 2,400 psig, 5" SIP 1,478 psig, 10"
SIP 1,275 psig, 15" SIP 1,150 psig. ATP 2,005 psig. AIR 37 bpm. Max TP
3,205 psig. Max IR 25 bpm. Max sd conc 5.00 ppg. MIRU JW WL. RIH w/ a 5-

1/2" CBP & 4" Slick Csg Gun. Set 5-1/2" CBP @ 3,770', Press tst to 2,000
psi, Perf Ferron Coal w/3 JSPF fr/3,713' - 3,741'. (42 holes, 22.7 gm, .41"

dia, 120 deg ph). All dpts correlated fr/CNL/GR log ran on 7-26-08. POH &
LD Csg guns. RDMO JW WL. Ac Ferron Coal perfs fr/3,713' - 3,741' dwn 5-1/2

csg w/1000 gals 15% HCL at 7 BPM & 2030 psig. Form BD @ 42 bpm & 2,656'
psig. Frac Ferron Coal perfs fr/3,713' - 3,741' w/342 bbl slick wtr. 1,470
bbl DynAqua-1 frac fld carrying 64,000 lbs 20/40 Brady sd, & 48,000 lbs 16/30
Brady sd. Last 43,229 lbs 16-30 Brady sd ppd SiberProp coated. Frac
Gradient 1.10. F1shd w/81 gals Linear Gel, 3 bb1s short. sd conc 0.30 -

5.00 ppg. SIPSI 2,465 psig, 5" SIP 1,739 psig, 10" SIP 1,641 psig, 15" SIP
1,505 psig. ATP 2,206 psig. AIR 32 bpm. Max TP 3,756 psig. Max IR 36
bpm. Max sd conc 5.00 ppg. 5,912 BLWTR. RD CAL FRAC. RDMO CAL FRAC.

SWI. Susp rpts to further activity.

============== ================== UP & L 17-08-07-11 == ========= ====================

9/25/2008 Cont rpt for AFE # 712562 to D & C Ferron Coal fr/9-17-08 to 9-25-08. SICP

0 psig (Hole full). MIRU Mesa WS Rig # 217. ND frac v1v. NU BOP. TIH

w/111 jts 2-7/8" tbg. Tgd fill @ 3,657'. U/Ferron Coal fr/ 3,792.5' -

3,817.5'. CBP @ 3,770'. RU pwr swivel. MIRU Weatherford AFU. Estb circ &

stg in hole. CO 112' of sd & CBP fr/3,657' to 3,770' w/4 jts 2-7/8" tbg.
Fell thru. RD pwr swivel. TIH w/6 jts 2-7/8" tbg. Tgd 70' sd fill @

3,975'. L/Ferron Coal perfs @ 3,713' - 3,741'. PETD @ 4,075'. RU pwr
swivel. Estb circ. CO fill fr/ 3,975' - 4,075' w/3 jts 2-7/8" tbg. Circ
well cln for 1 hr. RD pwr swivel. TOH w/15 jts 2-7/8" tbg. EOT @ 3,657'.

SWI. SDFN. 5,612 BLWTR. Made 300 BLW circing today.

============= ================ == UP & L 17-08-07-11 ====================== ==========

9/26/2008 SITP 0 psig, SICP 390 psig. Bd well. TIH w/15 jts 2-7/8" tbg. Tgd no fill
@ 4,075' PETD. PUH w/11 jts 2-7/8" tbg. EOT @ 3,780'. RU swab tls. BFL @

900' FS. O BO, 132 BLW, 12 runs, 4.5 hrs FFL @ 1,200' FS, FCP 400 psig. RD

swb tls. TIH w/11 jts 2-78" tbg. Tgd 10' of fill @ 4,065'. TOH w/11 jts 2-

7/8" tbg. SWI. SDFWE. 3,763 BLWTR

======= ======= =============== UP & L 17-08-07-11 ============ ======= =========

9/29/2008 SITP o psig, SICP 450 psig. Ed well. TIH w/11 jts 2-7/8" tbg. Tgd 5' addl
fill @ 4,060'. PUH w/11 jts 2-7/8" tbg. EOT @ 3,780'. RU swab tls. BFL @

1,100' FS. O BO, 25 BLW, 2 runs, 20" FFL @ 1,200' FS, CP 20 psig. RD swb
tls. Well KO flwg. F1w 210 BLW in 4 hrs & logged off. RU swab tls. BFL @

500' FS. O BO, 75 BLW, 4 runs, 1 hr FFL @ 1,100' FS, Well flwd after ea run.
SICP 490 psig. RD swb tls. TIH w/11 jts 2-78" tbg. Tgd 15' of addl fill @

4,035'. TOH w/11 jts 2-7/8" tbg. SWI. SDFN. 3,453 BLWTR



EXECUTIVE SUMMARY REPORT
9/1/2008 - 9/30/2008

Report run on 10/1/2008 at 2:56 PM

=======================-======= UP & L 17-08-07-11 =================================

9/30/2008 SITP 250 psig, SICP 390 psig. Bd well. TIH w/11 jts 2-7/8" tbg. Tgd 3'
addi fill @ 4,043'. PUH w/11 jts 2-7/8" tbg. EOT @ 3,780'. RU swab tls.
BFL @ 1,500' FS. O BO, 25 BLW, 2 runs, 30" FFL @ 2,200' FS, CP 410 psig.
Weli KO flwg. RD swb tis. F1w 132 BLW in 3 hrs. SICP 400 psig. Bd csg.
TIH w/10 jts 2-78" tbg. Tgd 12' of addl fill @ 4,030'. TOH w/11 jts 2-7/8"
tbg. EOT @ 3,780'. RU swab tls. BFL @ 1,500' FS. O BO, 20 BLW, 2 runs, 20"
FFL @ 3,300' FS, CP 250 psig. Well Ko flwg. RD swb tls. Flw 122 BLW in 4
hrs. SICP 350 psig. Bd csg. TÏH w/11 jts 2-78" tbg. Tgd no add1 fill @
4,030' (45' ttl fill). TOH w/11 jts 2-7/8" tbg. SWI. SDFN. 299 BLW rec
today. 3,154

EXECUTIVE SUMMARY REPORT
9/1/2008 - 9/30/2008

Report run on 10/1/2008 at 2:56 PM

=======================-======= UP & L 17-08-07-11 =================================

9/30/2008 SITP 250 psig, SICP 390 psig. Bd well. TIH w/11 jts 2-7/8" tbg. Tgd 3'
addi fill @ 4,043'. PUH w/11 jts 2-7/8" tbg. EOT @ 3,780'. RU swab tls.
BFL @ 1,500' FS. O BO, 25 BLW, 2 runs, 30" FFL @ 2,200' FS, CP 410 psig.
Weli KO flwg. RD swb tis. F1w 132 BLW in 3 hrs. SICP 400 psig. Bd csg.
TIH w/10 jts 2-78" tbg. Tgd 12' of addl fill @ 4,030'. TOH w/11 jts 2-7/8"
tbg. EOT @ 3,780'. RU swab tls. BFL @ 1,500' FS. O BO, 20 BLW, 2 runs, 20"
FFL @ 3,300' FS, CP 250 psig. Well Ko flwg. RD swb tls. Flw 122 BLW in 4
hrs. SICP 350 psig. Bd csg. TÏH w/11 jts 2-78" tbg. Tgd no add1 fill @
4,030' (45' ttl fill). TOH w/11 jts 2-7/8" tbg. SWI. SDFN. 299 BLW rec
today. 3,154
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STATE OF UTAH FORM

DEPARTWIENTOF NATURALRESOURCES
DMSION OF OILGAS ANDMINING 5. LESEDES&NDONáDÑ¾UMMBi

ML48194

SUlNORYNOTICES.ANDNEPORTS ON WELLS 6 IF IMWAN: A£LOTTEE.0ATRJBE NAME
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di IwúmdaH&ral UM.42PU1CAT10N ÝOR PEI MiT TO I>RltL form fu much proposals.
1L TYPEOf WLLL 8 WELLNAMEandMMBER'

OIL WEiUL GAS WELL OTHER UP&L #17-8-7-11
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XTO ENERGY ENC 4301530726
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STATE OF UTAH FORM 9
DEPARTMENTOFNATURALRESOURCES

DIVISION OF OIL, GAS AND MlNING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48194

6. IF INDlAN,ALLOTTEEOR TRIBE NAME:
SUNDRY NOTICES AND REPORTS ON WELLS N/A

7. UN]Tor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to N/A

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1.TYPEOF\NELL 8.VVELLNAMEandNUMBER:
OIL WELL GAS WELL OTHER UP&L 17-8-7-11

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

382 CR 3100 czy AZTEC STATE NM zw87410 (505) 333-3100 BUZZ BENCHIFERRON SS
4. LOCATlON OF WELL

FOOTAGESATSURFACE: 921' FNL &477' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWNW 7 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

AC1DIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAlR WELL

Approximate date work willstart: CAS1NGREPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREV1OUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBlNG PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUC1NGFORMATIONS RECLAMATIONOF WELL S1TE OTHER: OCTOBER 08
10/31/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes etc.

Attached is XTO Energy's monthly report for the period of 10/01/2008 thru 10/31/2008.

RECEIVED
NOV1O2008

DIV.0FOIL,GAS&MINING

JENNIFER M. HEMBRY FILE CLERK
NAME (PL ASE T TDITLEE

11/5/2008

(This space for State use only)

(5/2000) (See Instructions on Reverse

STATE OF UTAH FORM 9
DEPARTMENTOFNATURALRESOURCES

DIVISION OF OIL, GAS AND MlNING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48194

6. IF INDlAN,ALLOTTEEOR TRIBE NAME:
SUNDRY NOTICES AND REPORTS ON WELLS N/A

7. UN]Tor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to N/A

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1.TYPEOF\NELL 8.VVELLNAMEandNUMBER:
OIL WELL GAS WELL OTHER UP&L 17-8-7-11

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

382 CR 3100 czy AZTEC STATE NM zw87410 (505) 333-3100 BUZZ BENCHIFERRON SS
4. LOCATlON OF WELL

FOOTAGESATSURFACE: 921' FNL &477' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWNW 7 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

AC1DIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAlR WELL

Approximate date work willstart: CAS1NGREPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREV1OUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBlNG PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUC1NGFORMATIONS RECLAMATIONOF WELL S1TE OTHER: OCTOBER 08
10/31/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes etc.

Attached is XTO Energy's monthly report for the period of 10/01/2008 thru 10/31/2008.

RECEIVED
NOV1O2008

DIV.0FOIL,GAS&MINING

JENNIFER M. HEMBRY FILE CLERK
NAME (PL ASE T TDITLEE

11/5/2008

(This space for State use only)

(5/2000) (See Instructions on Reverse



EXECUTIVE SUMMARY REPORT
10/1/2008 - 10/31/2008

Report run on 11/4/2008 at 12:27 PM

UP & L 17-08-07-11 - Buzzards Bench, 07, 17S, 08E, Emery, Utah, , Huntington,
Beam

AFE: 712562
Objective: Drill & Complete a Ferron Coal gas well
Rig Information: Mesa WS, 217,

10/1/2008 SITP 50 psig, SICP 650 psig. Bd well. KW w/40 BPW. TIH w/11 jts 2-7/8"
tbg. Tgd no addl fill @ 4,030'. TOH w/122 jts 2-7/8" tbg. LD BHA. TIH w/4-
3/4" blade bit, 2-7/8" tbg pmp blr assy & 122 jts 2-7/8" tbg. CO 45' of fill
fr/ 4,030' - 4,075' (PBTD) w/2 jts 2-7/8" tbg. LD 5 jts 2-7/8" tbg. TOH
w/119 jts 2-7/8" tbg. LD b1r assy & bit. Had gd sd recy in blr. PU 2-7/8"
x 30' OPMA, 1 jts 2-7/8" tbg, 2705 Cavins desander, 2-7/8" x 4' tbg sub & 2-

7/8" SN. TIH w/pmp BHA, 8 jts 2-7/8" tbg, 5-1/2"x 2-7/8" TAC & 110 jts 2-

7/8" tbg. ND BOP. Set TAC @ 3,642'. Ld tbg w/2-7/8" donut tbg hgr in 13 K
tens. SN @ 3,907'. EOT @ 3,994'. PBTD @ 4,075'. Ferron Coal perfs
fr/3,713' - 3,817.5'. NU WH. SWI. SDFN. 3,194 BLWTR

================================= UP & L 17-08-07-11 =================================

10/2/2008 SITP 0 psig, SICP 240 psig. PU & loaded Western pump 2-1/2" x 1-3/4" x 20'
RHBC-DV pmp (XTO #156) w/1' X 1" stnr nip. TIH w/pmp, shear tl (pinned to
26,500), 1 - 7/8" x 4' stabilizer rod, 2 - 1-1/2" x 25' sbs, 1 - 7/8" x 4'
stabilizer rod, 2 - 1-1/2" x 25' sbs, 1 - 7/8" x 4' stabilizer rod, 2 - 1-

1/2" x 25' sbs, 1 - 7/8" x 4' stabilizer rod, 2 - 1-1/2" x 25' sbs, 1 - 7/8"
x 4' stabilizer rod, 2 - 1-1/2" x 25' sbs, 1 - 7/8" x 4' stabilizer rod, 78 -

3/4" skr d w/3 molded guides pr rod, 65 - 7/8" skr d w/3 molded guides pr
rod, 2 - 7/8" rod subs (6' & 10') & 1-1/4" x 30' PR w/1-1/2" x 18' PR lnr.
Seated pmp. PT tbg to 1,000 psig w/lo BFW for 10". Tstd ok. R1sd press.
LS pmp w/rig to 500 psig. GPA. Clamp rods off. Unable RWTP surf equip not
ready. RDMO Mesa WS rig #217. 3,786 BLWTR.

============================= === UP & L 17-08-07-11 =================================

10/17/2008 The UP&L 17-08-07-11 was First Delivered to CDP at 10:30 a.m., Friday,
10/17/2008. Initial rate 285 MCFD, FLWTP 162, SICP 555, ppg 83 EwPD, 3447
BLWTR.

EXECUTIVE SUMMARY REPORT
10/1/2008 - 10/31/2008

Report run on 11/4/2008 at 12:27 PM

UP & L 17-08-07-11 - Buzzards Bench, 07, 17S, 08E, Emery, Utah, , Huntington,
Beam

AFE: 712562
Objective: Drill & Complete a Ferron Coal gas well
Rig Information: Mesa WS, 217,

10/1/2008 SITP 50 psig, SICP 650 psig. Bd well. KW w/40 BPW. TIH w/11 jts 2-7/8"
tbg. Tgd no addl fill @ 4,030'. TOH w/122 jts 2-7/8" tbg. LD BHA. TIH w/4-

3/4" blade bit, 2-7/8" tbg pmp blr assy & 122 jts 2-7/8" tbg. CO 45' of fill
fr/ 4,030' - 4,075' (PBTD) w/2 jts 2-7/8" tbg. LD 5 jts 2-7/8" tbg. TOH
w/119 jts 2-7/8" tbg. LD b1r assy & bit. Had gd sd recy in blr. PU 2-7/8"
x 30' OPMA, 1 jts 2-7/8" tbg, 2705 Cavins desander, 2-7/8" x 4' tbg sub & 2-

7/8" SN. TIH w/pmp BHA, 8 jts 2-7/8" tbg, 5-1/2"x 2-7/8" TAC & 110 jts 2-

7/8" tbg. ND BOP. Set TAC @ 3,642'. Ld tbg w/2-7/8" donut tbg hgr in 13 K
tens. SN @ 3,907'. EOT @ 3,994'. PBTD @ 4,075'. Ferron Coal perfs
fr/3,713' - 3,817.5'. NU WH. SWI. SDFN. 3,194 BLWTR

================================= UP & L 17-08-07-11 =================================

10/2/2008 SITP 0 psig, SICP 240 psig. PU & loaded Western pump 2-1/2" x 1-3/4" x 20'
RHBC-DV pmp (XTO #156) w/1' X 1" stnr nip. TIH w/pmp, shear tl (pinned to
26,500), 1 - 7/8" x 4' stabilizer rod, 2 - 1-1/2" x 25' sbs, 1 - 7/8" x 4'
stabilizer rod, 2 - 1-1/2" x 25' sbs, 1 - 7/8" x 4' stabilizer rod, 2 - 1-

1/2" x 25' sbs, 1 - 7/8" x 4' stabilizer rod, 2 - 1-1/2" x 25' sbs, 1 - 7/8"
x 4' stabilizer rod, 2 - 1-1/2" x 25' sbs, 1 - 7/8" x 4' stabilizer rod, 78 -

3/4" skr d w/3 molded guides pr rod, 65 - 7/8" skr d w/3 molded guides pr
rod, 2 - 7/8" rod subs (6' & 10') & 1-1/4" x 30' PR w/1-1/2" x 18' PR lnr.
Seated pmp. PT tbg to 1,000 psig w/lo BFW for 10". Tstd ok. R1sd press.
LS pmp w/rig to 500 psig. GPA. Clamp rods off. Unable RWTP surf equip not
ready. RDMO Mesa WS rig #217. 3,786 BLWTR.

============================= === UP & L 17-08-07-11 =================================

10/17/2008 The UP&L 17-08-07-11 was First Delivered to CDP at 10:30 a.m., Friday,
10/17/2008. Initial rate 285 MCFD, FLWTP 162, SICP 555, ppg 83 EwPD, 3447
BLWTR.



STATE OF UTAH AMENDED REPORT Ü FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERJALNUMBER:
ML-48194

6. IF INDIAN,ALLOTTEEOR TRIBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a. TYPE OF WELL: OIL GAS DRY OTHER 7. UNITor CA AGREEMENT NAMEWELL WELL HUNNINGTONCBM
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:W ORZ. EDNEEP- ERLRY RDSFVR.

OTHER UP&L 17-8-7-11
2,NAMEOFOPERATOR: 9.APINUMBER:

XTO Energy Inc. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT
382 CR 3100 civv AZTEC srAve NM 87410 (505) 33 100 BUZZ BENCH/FERRON SS

4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,
MERIDIANATSURFACE: 921' FNL &477' FWL

NWNW 7 17S 8E S
AT TOP PRODUCING INTERVALREPORTED BELOW:

g\¾G 12. COUNTY 13. STATEAT TOTALDEPTH: SAME ggS & EMERY UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

7/13/2008 7/26/2008 10/17/2008 ABANDONED READYTO PRODUCE 2 6,620 GL
18. TOTAL DEPTH: MD 19. PLUG BACKT.D.: MD (075 20. IF MULT1PLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD

PLUG SET:
TVD TVD TVD

22. TYPE ELECTRIC ANDOTHER MECHANICALLOGS RUN (Submit copy of each) 23.

. WAS WELL CORED? NO YES (Submit analysis)Dual Induction Guard Log GR, Comp Density Neutron GR,
WAS DST RUN? NO YES (Submit report)Borehole Volume GR, CBL/VDLICCLIGR
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#/11.) TOP (MD) BOTTOM(MD) STAGEDCEMENTER CNEMEONF
S

KES VOLSWMRE
BBL) CEMENT TOP ** AMOUNTPULLED

20" 14" A25||| 36.75# 0 91 C 175 SURF
12.25" 9-5/8 J-55 36# 0 329 G 210 SURF
8.75" 5.5' Š-80 17# O 4,124 .sc 22 2242'

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
2-7/8" 3,994

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) FERRON COAL 3,713 3,818 3,Ÿ1 3,018 0.41" 63 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENTSQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

3,713 '- 3,818' Acidized w/2,000 gals 15% HCIacid. Frac'd wl35,500 gals Slickwater & 93,000 gals 20# Borate XL
Gel carrying 101,450# 20/40 Brady sand &67,500# 16/30 Brady sand &69,500# 16/30 SiberProp.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON

STATE OF UTAH AMENDED REPORT Ü FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERJALNUMBER:
ML-48194

6. IF INDIAN,ALLOTTEEOR TRIBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a. TYPE OF WELL: OIL GAS DRY OTHER 7. UNITor CA AGREEMENT NAMEWELL WELL HUNNINGTONCBM
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:W ORZ. EDNEEP- ERLRY RDSFVR.

OTHER UP&L 17-8-7-11
2,NAMEOFOPERATOR: 9.APINUMBER:

XTO Energy Inc. 4301530726
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT
382 CR 3100 civv AZTEC srAve NM 87410 (505) 33 100 BUZZ BENCH/FERRON SS

4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,
MERIDIANATSURFACE: 921' FNL &477' FWL

NWNW 7 17S 8E S
AT TOP PRODUCING INTERVALREPORTED BELOW:

g\¾G 12. COUNTY 13. STATEAT TOTALDEPTH: SAME ggS & EMERY UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

7/13/2008 7/26/2008 10/17/2008 ABANDONED READYTO PRODUCE 2 6,620 GL
18. TOTAL DEPTH: MD 19. PLUG BACKT.D.: MD (075 20. IF MULT1PLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD

PLUG SET:
TVD TVD TVD

22. TYPE ELECTRIC ANDOTHER MECHANICALLOGS RUN (Submit copy of each) 23.

. WAS WELL CORED? NO YES (Submit analysis)Dual Induction Guard Log GR, Comp Density Neutron GR,
WAS DST RUN? NO YES (Submit report)Borehole Volume GR, CBL/VDLICCLIGR
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#/11.) TOP (MD) BOTTOM(MD) STAGEDCEMENTER CNEMEONF
S

KES VOLSWMRE
BBL) CEMENT TOP ** AMOUNTPULLED

20" 14" A25||| 36.75# 0 91 C 175 SURF
12.25" 9-5/8 J-55 36# 0 329 G 210 SURF
8.75" 5.5' Š-80 17# O 4,124 .sc 22 2242'

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
2-7/8" 3,994

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) FERRON COAL 3,713 3,818 3,Ÿ1 3,018 0.41" 63 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENTSQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

3,713 '- 3,818' Acidized w/2,000 gals 15% HCIacid. Frac'd wl35,500 gals Slickwater & 93,000 gals 20# Borate XL
Gel carrying 101,450# 20/40 Brady sand &67,500# 16/30 Brady sand &69,500# 16/30 SiberProp.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

10/17/2008 10/17/2008 24 RATES: -+ 0 285 83 FLOWING
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCT10N OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

162 555. RATES: 0 285 83 PROD
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. APl GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item #26)

DATE FJRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

TO BE SOLD
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Show allimportant zones of porosity and contents thereof:Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name (Measuodp
Depth)

EMERY SANDSTONE 494
LOWER BLUEGATE SHALE 1,676
UPPER FERRON SANDSTN 3,663
LOWER FERRON SANDSTN 3,845
TUNUCK SHALE 4,012

35. ADDITIONALREMARKf (Include plugg ng procedure)

36. I hereby certify that the foregoing and attached information Is complete and correct as determined from all availablerecords.

NAME(PULEEASEPR T WA C TDATLEREGULATORYCLERK

This report must be submitted within30 days of
• completing or plugging a new well d reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation • drillinghydrocarbon e×ploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number ofcompletions if production is measured separately from twoor more formations.

**ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Bo× 145801 Fa×: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

10/17/2008 10/17/2008 24 RATES: -+ 0 285 83 FLOWING
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCT10N OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

162 555. RATES: 0 285 83 PROD
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. APl GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item #26)

DATE FJRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

TO BE SOLD
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Show allimportant zones of porosity and contents thereof:Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name (Measuodp
Depth)

EMERY SANDSTONE 494
LOWER BLUEGATE SHALE 1,676
UPPER FERRON SANDSTN 3,663
LOWER FERRON SANDSTN 3,845
TUNUCK SHALE 4,012

35. ADDITIONALREMARKf (Include plugg ng procedure)

36. I hereby certify that the foregoing and attached information Is complete and correct as determined from all availablerecords.

NAME(PULEEASEPR T WA C TDATLEREGULATORYCLERK

This report must be submitted within30 days of
• completing or plugging a new well d reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation • drillinghydrocarbon e×ploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number ofcompletions if production is measured separately from twoor more formations.

**ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Bo× 145801 Fa×: 801-359-3940
Salt Lake City, Utah 84114-5801



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OlL, GAS AND MINING 5. LEASEDESIGNATIONANDSERlALNUMBER:
ML-48194

SUNDRY NOTICES AND REPORTS ON WELLS
6. FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells, significantly deepen existing wellsbelow current bottom-hole depth, reenter plugged wells, or t° N/A

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DR1LLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER UP&L17-8-7-11

2. NAME OF OPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: . PHONE NUMBER: 10. FIELDAND POOL, OR WlLDCAT:

382 CR 3100 ov AZTEc NM 87410 (505) 333-3100 BUZZ BENCH/FERRON SS

4. LOCATION OF WELL

FOOTAGES AT SURFACE: 921' FNL &477' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHlP, RANGE, MERIDIAN: NWNW 7 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

AC1DIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCING FORMAT10NS RECLAMATIONOF WELL SITE OTHER: DECEMBER 08

11/30/2008 CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLYREPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy inc. has nothing to report for the period of 11/01/2008 thru 11/30/2008.

NAME(PLE PRINT) JENNIFER M. HEMBRY TITLE REGULATORYCLERK

SIGNATURE DATE 12/5/2008

(Thís space for State use only)

DECO9 2003

DIV.OFOIL,GAS&MINING
(5/2000) (See instructions on Reverse

STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OlL, GAS AND MINING 5. LEASEDESIGNATIONANDSERlALNUMBER:

ML-48194

SUNDRY NOTICES AND REPORTS ON WELLS
6. FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells, significantly deepen existing wellsbelow current bottom-hole depth, reenter plugged wells, or t° N/A

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DR1LLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER UP&L17-8-7-11

2. NAME OF OPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4301530726
3. ADDRESS OF OPERATOR: . PHONE NUMBER: 10. FIELDAND POOL, OR WlLDCAT:

382 CR 3100 ov AZTEc NM 87410 (505) 333-3100 BUZZ BENCH/FERRON SS

4. LOCATION OF WELL

FOOTAGES AT SURFACE: 921' FNL &477' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHlP, RANGE, MERIDIAN: NWNW 7 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

AC1DIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCING FORMAT10NS RECLAMATIONOF WELL SITE OTHER: DECEMBER 08

11/30/2008 CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLYREPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy inc. has nothing to report for the period of 11/01/2008 thru 11/30/2008.

NAME(PLE PRINT) JENNIFER M. HEMBRY TITLE REGULATORYCLERK

SIGNATURE DATE 12/5/2008

(Thís space for State use only)

DECO9 2003

DIV.OFOIL,GAS&MINING
(5/2000) (See instructions on Reverse



RECEIVED: Jan. 10, 2017

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48194 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 UP and L 17-8-7-11 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307260000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 PO Box 6501 , Englewood, CO, 80155 303 397-3727  Ext 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0921 FNL 0477 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 07 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

12/14 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Chemical Trtmt

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. performed a Chemical Treatment on this well per the
following: 12/13/16: HU pmp trk. Pmp 5 bbls TFW. Pmp 500 gl HCL

15% w/5 gal mutual solvent @ 3.5 BPM down TCA, 52 psi max presser.
Pmp 60 bbl TFW @ 5.5 BPM. Disconnect pmp trk. Left PU SD for 24 hrs.

12/14/16: Start PU @ 1:30 p.m. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Rhonda Smith 505 333-3215

TITLE
 Regulatory Clerk

SIGNATURE
 N/A

DATE
 1 /10 /2017

January 10, 2017

Sundry Number: 77450 API Well Number: 43015307260000Sundry Number: 77450 API Well Number: 43015307260000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-48194

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well UP and L 17-8-7-11

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307260000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext BUZZARDBENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: EMERY

0921 FNL 0477 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNW Section: 07 Township: 17.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

12/14/2016
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: ChemicalTrtmt

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed a Chemical Treatment on this well per the Accepted by the
following: 12/13/16: HU pmp trk. Pmp 5 bbls TFW. Pmp 500 gl HCL Utah Division of

15% w/5 gal mutual solvent @ 3.5 BPM down TCA, 52 psi max presser. Oil, Gas and Mining

Pmp 60 bbl TFW @ 5.5 BPM. Disconnect pmp trk. Left PU SD for 24 hrs. FOR RECORD ONLY
12/14/16: Start PU @ 1:30 p.m. January 10, 2017

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Rhonda Smith 505 333-3215 Regulatory Clerk

SIGNATURE DATE
N/A 1/10/2017

RECEIVED: Jan. 10,
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